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Water stress is a worldwide reality. Planners and managers of water resources
around the world are tasked with finding new, creative, and innovative solutions
to challenges posed by growing populations and declining water supplies. Securing
safe drinking water, however, has impacts beyond the water sector. In particular, the
connection between energy and water must be carefully considered to avoid unwelcome
increases in energy consumption as a result of new water management strategies.
One strategy that is gaining increasing attention is desalination of brackish
groundwater. However, desalination is an energy-intensive process and could have
negative impacts in the energy sector if conventional approaches are used. Relying on
fossil fuels for desalination could drive up carbon dioxide emissions associated with
water treatment and increase the cost required to produce drinking water.
Integrating desalination with renewable power sources such as wind and so-
lar energy can mitigate concerns regarding the energy intensity of desalination. By
coupling water treatment with non-carbon emitting sources of power, it is possible to
meet growing water demands in a sustainable manner. At the same time, water pro-
duction offers an opportunity to address problems associated with the intermittent
nature of wind and solar power production. Desalination is a time-flexible process
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that pairs well with wind and solar power, two sources of energy that are limited in
application by their daily and seasonal variability. Integrating desalination with wind
and solar power offers a solution to energetic challenges of water production while
using wind and solar power for desalination offers a solution to challenges associated
with the intermittent nature of renewable power.
Additionally, utilizing photovoltaic-thermal (PVT) solar modules in an inte-
grated facility could be advantageous to both the water and solar power production
processes. Brackish groundwater, which is at a relatively cool temperature, can be
used to cool solar panels, which suffer from losses in efficiency associated with tem-
perature increases. At the same time, solar panels can be used to preheat feed water,
a process that reduces the energetic requirement for reverse osmosis desalination. Us-
ing the temperature difference between brackish groundwater and solar panels to an
engineering advantage can be beneficial for the production of both solar power and
drinking water.
This thesis offers an investigation of desalination powered by wind and solar
energy, including a study of a configuration using PVT solar panels. First, a water
treatment was developed to estimate the power requirement for brackish groundwa-
ter reverse-osmosis (BWRO) desalination. Next, an energy model was designed to
(1) size a wind farm based on this power requirement and (2) size a solar farm to
preheat water before reverse osmosis treatment. Finally, an integrated model was
developed that combines results from the water treatment and energy models. The
integrated model uses optimization to simulate the performance of the proposed facil-
ity by maximizing daily operational profits. Results indicate that integrated facility
can reduce grid-purchased electricity costs by 88% during summer months and 89%
during winter when compared to a stand-alone desalination plant. Additionally, the
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model suggests that the integrated configuration can generate $574 during summer
and $252 from sales of wind- and solar-generated electricity to supplement revenue
from water production. These results indicate that an integrated facility combin-
ing desalination, wind power, and solar power can potentially reduce reliance on
grid-purchased electricity and advance the use of renewable power. In addition, this
analysis fills a knowledge gap in understanding the advantages and tradeoffs between
using wind power, solar power, and a combination of wind and solar power for desali-
nation. By providing insight into the potential operations of an integrated facility, the
investigation discussed in this report aids to the understanding of the water-energy
nexus associated with new sources of drinking water. Results from this thesis indicate
that integrating desalination with renewable power provides an opportunity for col-
laboration that can be mutually beneficial to both the water and energy sectors. In
particular combining desalination, wind power, and solar power can overcome chal-
lenges associated with each of these technologies and may be preferable to stand-alone
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Energy and water are inseparable: energy is used to collect, treat, and dis-
tribute water while water is used to cool reactors, run turbines, and act as a working
fluid for power plants. Management strategies for water and energy should be aligned
due to the strong interdependence between vital water and energy resources.
Both water and energy face current and future challenges caused by societal
demands. In the water sector, rising population, overconsumption of freshwater re-
sources, and a changing climate have and will continue to create challenges to meet
water demand around the world. Specifically, areas such as the southwest United
States are experiencing rapid population growth, more than double the national av-
erage in recent years [1]. At the same time, many regions including the southwest
United States are facing alarming drought conditions. These droughts are expected
to increase in duration and intensity in years to come [2] due to natural weather vari-
ability and factors associated with a changing climate. As the availability of current
water resources diminishes, municipalities and water planners looking towards new
and innovative solutions to keep up with rising water demand. However, alternative
water resources are often times located further away from demand centers or are of
lower quality and therefore require more energy for transportation and treatment.
A promising alternative to relying more on freshwater supplies is desalination
of brackish and saline water. Desalination of seawater is gaining support in coastal
areas while desalination of brackish groundwater is seen as a potential solution for
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inland regions. While desalination offers the advantage of diversifying water supplies,
the energetic impacts can be significant. Desalination requires significantly more
energy then typical surface water treatment. This energy investment can incur high
financial costs on desalination operations and also result in significant carbon dioxide
emissions.
Renewable energy technologies offer a solution to meet the energy demands of
desalination. By using renewably generated electricity, it is possible to meet the en-
ergy demand of desalination in a sustainable way. Coupling renewable power such as
wind and solar with desalination offers a means to meet the energetic needs of desali-
nation without increasing reliance on fossil fuels. Such an integration of technologies
would limit carbon dioxide emissions.
At the same time, desalination provides a solution to inherent difficulties as-
sociated with renewable energy. Wind and solar power are limited by both diurnal
and seasonal variability. Wind power faces predictable daily and seasonal variability
and less predictable weather-induced fluctuations. These fluctuations are challenging
because inland wind availability does not typically match energy demand. In many
regions, wind speeds are strongest during nighttime hours, when energy demand is
low, and are weakest in the afternoons, when energy demand peaks. Seasonally, wind
speeds are strongest during winter months, the time when energy demand drops in
warm regions, while weaker during summer months, when energy demand peaks. The
fact that wind power availability is out of phase with energy demand creates chal-
lenges implementing wind power. It’s difficult for operators to incorporate grid-scale
wind farms due to the variable nature of power from these facilities. The daily and
seasonal fluctuations do not allow operators to meet energy demand on the same dis-
patchable basis as conventional power plants. The inherent variability of wind power
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can be a major setback in the advancement of renewable power technologies.
Desalination offers a solution to the variability of wind power because water
treatment is a time-flexible process that can be operated during off-peak hours. In-
tegrating a desalination plant with wind power provides an opportunity to utilize
electricity generated from renewables in a way that is not negatively impacted by
its inherent variability. A grid-connected integrated facility can provide energy for
desalination when energy demand is low while generating electricity for the grid dur-
ing times when demand rises. By supplying energy for desalination during off-peak
hours, grid-scale wind power can be used to produce freshwater while also providing
municipal electricity in a way that is not negatively impacted by daily and seasonal
fluctuations.
Collocating a desalination facility with a solar farm offers multiple benefits.
The exchange of heat between relatively cool water and warm solar panels is an
opportunity to improve solar power production. Typically, photovoltaic (PV) solar
panels suffer a loss in efficiency when the PV cells heat up. Solar energy is lost
as “waste heat” that is not converted into electricity when these panels increase in
temperature. However, efficiency losses can be mitigated if solar panels are cooled.
Brackish groundwater is typically at a relatively cool temperature and can therefore
be used to decrease the temperature of solar panels for a solar-power facility co-
located with a desalination plant. In cooling solar panels with brackish groundwater
water, coupling desalination with a solar power plant can increase the efficiency of
solar power production.
Furthermore, there are water-treatment benefits of providing on-site solar
power at a desalination facility. Using slightly warm feed water for desalination
reduces the energetic requirement of the water treatment process. Therefore, pre-
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heating feed water using onsite solar panels prior to desalination is an opportunity to
reduce the energy consumption and costs. Coupling desalination with solar power can
be mutually beneficial to both technologies as water is used to improve the efficiency
of solar-power production, while solar panels are used to reduce the energy required
for desalination.
Additionally, a joined facility that produces water and electricity can mitigate
risks associated with potential fluctuations in the water or energy markets. By pro-
viding two sources of revenue, water and electricity, an integrated facility can protect
itself from the risk of declining water or electricity sales. If water sales dip for a
period of time, the facility can still bring in money by selling electricity to the grid.
Likewise, if wind and solar resources are weak on certain days, the facility will still
be able to have revenue from producing water. Providing two sources of revenue at
an integrated facility provides diversity to reduce the risk of fluctuations in the water
or energy sectors.
The three technologies studied in this investigation, desalination, wind, and
solar power, are rapidly developing. However all three face inherent challenges. Inte-
grating these technologies can advance their development and implementation. Ad-
ditionally, coupling desalination with wind and solar power solves challenges faced by
both the energy and water sectors. A desalination facility integrated with wind and
solar power can meet water-supply challenges while simultaneously providing sustain-
able renewable power. Coupling desalination with renewable power allows the water
and energy sectors to work together to meet current and future needs for strained
resources.
This analysis focuses on brackish groundwater desalination in the region of
Central Texas. Previous geographic studies have indicated that Central Texas offers
4
a viable location to integrate desalination with renewable power due to the availability
of brackish groundwater, wind, and solar resources in this region [3]. The methodology
outlined in this report is widely applicable to regions beyond Texas where these
resources are similarly available.
The remainder of this thesis is divided into four chapters. The second chapter
provides brief background information on reverse osmosis (RO) desalination, PV solar
power, and wind power. The third chapter discusses the methodologies used in this
research, consisting of a water treatment model, a renewable power model, and an
integrated model. The integrated model uses optimization to maximize daily revenue
to produce potential operational profiles for the integrated facility. The fourth chapter
provides the results of these models, focusing on an optimal operation analysis of the
integrated facility. Finally, the fifth chapter offers a summary of the results and




2.1 Reverse Osmosis Desalination of Brackish Groundwater
Desalination of brackish and saline water is becoming an increasingly popular
means for municipalities to meet water demand. Water with total dissolved solids
(TDS) between 1,000 and 10,000 mg/L is considered “brackish”, while water with
TDS greater than 10,000 mg/L is considered “saline” [4]. In these TDS ranges, water
is not useful for most purposes without treatment. However, desalination provides
a means to reduce the salt content so that the water may be used for municipal,
agricultural, or industrial purposes. There are a multitude of desalination technologies
and methodologies including multistage flash distillation, multi effect distillation,
vapor compression, electrodialysis, and reverse osmosis (RO).
The investigation discussed in this thesis focuses on reverse osmosis. RO de-
salination is a process in which high pressure feed-water is forced through a semi-
permeable membrane. The membrane filters out salt particles, resulting in two sep-
arate products: low TDS product water and high concentrate brine [5]. Recovery of
low TDS product water ranges from 50% to 90% depending on water quality and op-
erating conditions [6]. Reverse osmosis is currently the world’s leading technology for
new desalination installations and has developed an 80% share of current desalination
plants worldwide [7]. Additionally, RO desalination is an electricity-driven process
and therefore can be viably integrated with wind- or solar-generated electricity.
Brackish groundwater is an abundant resource in Texas and one for which there
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is less competition than there is for fresh water because treatment is required before
municipal, agricultural, or industrial use. The Texas Commission on Environmental
Quality has established a primary standard for TDS at 500 mg/L and a secondary
standard at 1000 mg/L for municipal use while groundwater containing TDS up to
3000 mg/L can be used for irrigation [4]. There are currently 46 municipal brackish
water desalination plants in operation throughout Texas, 12 of which treat surface
water while the remaining 34 use brackish groundwater as a feed source. Reverse
osmosis is the primary desalination technology, used in 44 of the 46 desalination
plants in the state of Texas [4]. Desalination of brackish groundwater is a growing
water-supply option in the state, with a design capacity that has increased from 104
million cubic meters per year in 2005 to 166 million cubic meters per year in 2010 [8].
Strong recommendations to expand desalination practices in Texas have been
indicated by the Texas Water Development Board (TWDB). By the year 2060, the
Board projects a 22% increase in water demand and 10% decrease in water supply
[9]. To meet this growing water demand, TWDB has suggested increasing brackish
groundwater desalination capacities to 224 million cubic meters per year by 2060,
accounting for approximately 2% of all recommended water management strategies
[4].
There are a number of challenges associated with desalination that can limit
implementation. For inland desalination plants, brine disposal is an environmental
and economic concern. Current options include wastewater or surface water dis-
charge following treatment, land application, deep well injection, evaporation ponds,
and zero point discharge [10]. The major challenge, however, is the high energetic re-
quirement of desalination. Desalination consumes approximately ten times as much
energy as typical surface water treatment [6]. This significant energy requirement
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can be environmentally detrimental by driving up reliance on fossil fuels and increas-
ing carbon dioxide emissions. Additionally, meeting energetic requirements can be
costly to plant operators and are typically the single largest expense of desalination
facility operations. Electricity costs of RO desalination typically comprise of 30% to
50% of total desalination operational expenses [11]. While desalination of brackish
groundwater offers a promising means to meet increasing water demand, challenges
associated with the high energy requirement of this process must be considered.
2.2 Wind-Powered Desalination
The United States wind power industry is growing rapidly. Adding 13.1 gi-
gawatts (GW) of new capacity and bringing in an investment of 25 billion dollars
in 2012, the installed wind power capacity in the U.S. rose to 60 GW [12]. These
additions made wind power the largest source of electrical-generating capacity addi-
tions in the country. Wind power constituted 43% of new power additions in 2012 to
overtake natural gas as the leading source of new capacity for that year [12]. Figure
2.1 indicates that the the growth in wind power has been a long-term trend over the
past decade, as energy planners hope to diversify power sources, limit reliance on
fossil fuels, and curb carbon emissions.
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[12]
Figure 2.1: Annual and cumulative growth of United States wind power capacity.
Despite the rapid growth of wind power in recent years, the inherent variability
of wind limits this technology. Daily and seasonal fluctuations in the availability of
wind power prohibits plant operators from using wind power on a dispatchable basis to
meet demand as they do with conventional power plants. An additional complication
is that the diurnal and seasonal variability of inland continental wind mismatches
demand [13]. When electricity demand peaks during the afternoon, inland continental
wind speeds are typically weak. When electricity demand decreases at night and in
the early morning, inland continental wind speeds peak. Similarly, inland continental
wind speeds are weakest during the summer, when electricity demand is highest,
and strongest during the winter and shoulder months, when electricity demands are
typically lower [13]. Fluctuations in wind power availability that mismatches demand
creates challenges in integrating wind power to the grid for policy makers in the
energy sector, who have indicated a pressing need for the development of storage
technologies [14]. A possible solution to these challenges is to dedicate wind power to
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a time-flexible process, such as water treatment. Desalination is a process that can
be operated intermittently, a characteristic that makes it conducive to integration
with wind power. In essence, desalinated water could act as a proxy for storing
wind energy. Additionally, when wind power generation is above the requirement for
desalination, wind-generated electricity can be sold to the grid. When wind power is
below the requirement for desalination, electricity can be purchased from the grid to
power the water treatment process. This idea provides a solution to the intermittency
of wind-power availability and to problems associated with the high energy intensity
of desalination.
Wind-driven desalination has been investigated since the 1980s when installa-
tion projects began in Europe. Development began in Ile du Planier, France starting
in 1982, comprising of a 4 kW turbine used to desalinate seawater [15]. While the
majority of wind-driven RO desalination systems treat seawater, there have been a
few investigations into wind-powered brackish groundwater desalination. A current
demonstration project in Seminole, Texas is investigating wind-powered RO desali-
nation of brackish groundwater from the Ogallala aquifer. The required power in this
project is supplied by a combination of grid-electricity and electricity generated by
a 50 kW wind turbine [11]. The operational analysis of this demonstration project
is still to come at the time of writing this thesis, however, the project indicates the
technical feasibility of wind-powered RO desalination of brackish groundwater. Ad-
ditionally, research into the economic feasibility of these systems has indicated that
wind-powered desalination can be cost competitive with stand-alone desalination fa-
cilities in regions with strong wind resources high electricity costs [16].
Due to the inherent variability of wind-power production, the majority of wind-
driven desalination projects and operations include battery storage or backup power
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by alternative sources such as a diesel generator. Studies exist that have investigated
the possibility of combining wind-power with grid-electricity to drive the desalina-
tion process [17] [18]. This possibility offers a potential solution to the intermittent
nature of wind power. Few studies have investigated a configuration in which a desali-
nation facility and wind farm are grid connected. Electricity purchased from the grid
can potentially drive desalination during hours when wind-power is not available.
Additionally, including an on-grid wind farm enables the facility to sell electricity
to the grid during times when it is economically attractive to sell wind-generated
electricity rather than use it for desalination. Grid-connected wind desalination was
determined to be economically feasible in a study by Clayton, Stillwell, and Web-
ber that investigated integration of desalination with wind-power in a grid-connected
configuration [3]. One of the goals of this thesis is to expand on work conducted in
that analysis by adding an investigation of integrating both wind and solar power
with RO desalination.
2.3 Solar-Powered Desalination
Similar to the wind power industry, the solar power sector is experiencing rapid
growth. Photovoltaic (PV) solar systems are the dominant technology in the sector
of solar energy and constituted the fastest growing market among renewable energies
in 2010 [19]. PV solar panels generate direct current (DC) electricity using silicon
or other semi-conductor materials. In 2012, the United States installed 918 MW of
PV solar power capacity, an 84% increase over the 477 MW installed in 2009 [19],
bringing total PV solar capacity in the U.S. to 2.5 GW. Additionally, global PV
prices are dropping. As manufacturers continue to compete in global markets, PV
solar module prices reached an all-time low in 2010 and are expected to continue
to drop [19]. Investment from venture capital and private equity reached 2.3 billion
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dollars in 2010, a 43% increase from 2004. As indicated by Figure 2.2, the solar power
sector in the United States has shown impressive growth in recent years.
[19]
Figure 2.2: United States cumulative installed PV solar capacity.
Like wind power, solar power faces challenges associated with variability. Al-
though solar-power production more closely matches demand than wind, operators
nonetheless experience challenges with integrating solar power with the electricity
grid due to daily and seasonal fluctuations. Specifically, solar radiation captured dur-
ing off-peak morning hours is often of low value due to limited energy demands in
the early morning [14]. A possible solution to this challenge is to use low-valued solar
power for a time-flexible process such as water treatment by integrating solar power
with desalination. During off-peak hours, solar-generated electricity can power the
desalination process, enabling the treated water to act as a storage proxy for solar
energy. When energy demand and electricity prices rise, the higher-valued electricity
generated from the solar farm can be sold to the grid. Coupling solar power with
desalination can advance the implementation of solar-power technology by providing
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a use for electricity generated during off-peak hours.
For desalination applications, electricity generated from a solar farm can be
used to power pumps that develop the high pressure needed to force feedwater through
the semi-permeable membrane used in the desalination process. Investigation into
solar-powered desalination has been conducted since the 1970s and demonstration
projects were developed as early at 1978 [20]. Since this time, there have been a num-
ber of demonstration units and small-scale plants implemented. However, projects
have been limited to supplying relatively modest amounts of product water, with the
largest plant producing approximately 75.7 cubic meters per day [21], a small fraction
of the product water supplied by municipal desalination plants in the United States.
Despite a general decreasing trend in the cost to produce desalinated water
using solar energy, PV-powered RO desalination is not yet cost-competitive with
conventional desalination plants that use energy from the grid [22]. The majority
of solar-powered desalination projects are designated to remote regions where grid
electricity is not available. Additionally, most current PV-powered RO operations
require battery storage of electricity in order to provide energy during hours when
solar power cannot be produced.
An integrated solar power/desalination facility that is connected to the grid
could potentially supply fresh water and renewable power without the need for bat-
tery storage. A grid-connected system provides the opportunity to use either solar-
generated electricity or electricity purchased from the grid to power desalination de-
pending on times of day when each option is economically attractive. An on-grid PV
system additionally allows the integrated facility to sell electricity to the grid during
hours of peak electricity demand, when electricity prices are high. Grid-connected
solar-powered desalination can potentially offer an economically attractive opportu-
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nity for an integrated facility to generate revenue from both water production and
electricity generation.
2.4 Wind/Solar-Powered RO Desalination
Hybrid systems in which wind and PV solar energy are used to power desali-
nation have been investigated for quite some time. Providing a combination of wind
and solar energy can be advantageous because power availability from these sources
often occurs during different times of day. As discussed previously, solar power typ-
ically peaks in the afternoon while the highest wind speeds occur during the night
in many regions. Additionally, solar radiation is strongest during summer months,
while more wind power is typically generated during the winter than during summer.
Hence, power generated from wind and solar technologies do not match one another
on a daily or seasonal basis. Power from wind can be used during certain times when
solar power is not available and vice versa. The diurnal and seasonal variability of
wind and solar power is conducive to combining these renewable energy technologies.
Successful operation of a hybrid wind/PV solar RO desalination unit has been
reported in some arid and isolated regions. Daily production of 3 cubic meters has
been maintained in an Israeli demonstration project that desalinates brackish ground-
water using a combination of PV solar and wind power [23]. This unit included two-
day battery storage by a backup diesel generated for times when wind and solar power
could not generate sufficient electricity for desalination. From this investigation and
similar ones, it is clear that backup power would be necessary due to the intermittent
nature of wind and solar power.
A study in Libya investigated a grid-connected PV/wind hybrid system for
desalination of seawater from the Mediterranean Sea. Planned production from this
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facility is 300 cubic meters daily to supply a nearby village with drinking water.
While the power requirement for the system was estimated at 70 kW, the solar PV
system was designed with a capacity of 50 kW and the wind farm was designed for
200 kW output. This design planned to supply approximately 40% of the power for
desalination using renewable energy, while the other 60% is supplied by the electricity
grid. While the long-term operation of this project is yet to be determined, the design
indicates the technical feasibility of grid-connected hybrid solar/wind-powered RO
desalination.
2.5 Photovoltaic Thermal System used for Reverse Osmosis
Desalination
2.5.1 Photovoltaic Thermal Solar Technology
In recent years, there has been substantial research developments regarding
photovoltaic thermal (PVT) solar technologies as a way to improve the efficiency of
harnessing solar energy. These systems are a combination of photovoltaic and thermal
solar components that can produce both electricity and heat for useful purposes.
Though many collector types have been investigated, air or water is often used a heat
collector in these panels [24]. Figure 2.3 displays a typical configuration of a flat-plate
PVT solar panel. These systems include an enclosed PV model that is cooled by a
working fluid entering one end of the panel and leaving through the opposite end.
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[24]
Figure 2.3: Configuration of a flat-plat PVT panel.
For the analysis discussed in this thesis, brackish groundwater is considered as the
PVT module coolant.
Traditional PV panels convert only 5% to 18% of incoming solar radiation into
electricity [25]. A majority of solar energy is converted to heat, raising the temper-
ature of the solar cells. Studies have indicated a significant correlation between the
PV module temperature and the efficiency of solar energy conversion into electric-
ity. As the temperature of the PV panel increases, efficiency of energy conversion to
electricity declines [26] [25]. By cooling the solar panels, the efficiency of electricity
production can be improved. A PVT solar system, compared to a traditional PV
system, can significantly enhance solar power production by limiting the temperature
increase of the panels.
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Additionally, heat extracted from the solar panels by the coolant can be re-
sourcefully reused. For instance, a European company, Solimpeks, has developed
PVT panels cooled by water, in which the hot water leaving the solar panels is used
for domestic purposes. The company suggests that its PVT panels are significantly
more efficient than typical PV solar systems due to the cooling mechanism. The
advertised efficiency of solar energy conversion to electrical power is 25%, more than
50% greater than that of non-cooled PV solar panels [27]. Although there has been
extensive research regarding PVT solar panels over the past decade, applications for
heated water using this technology are still very limited [24].
Studies have been conducted regarding PVT solar modules for desalination
using processes other than reverse osmosis. For instance, the use of “waste heat”
for Multiple Effect Evaporation (MEE) has been investigated and simulated by re-
searchers in Israel [28]. MEE systems utilize heat for an evaporation process in which
water is separated from solids in a multi-stage system. The process allows for rel-
atively high operating flexibility and short start up time, making it conducive to
meeting water demand efficiently [29]. Researchers suggest that power generation
from the combined PVT-desalination process can outperform that of conventional so-
lar farms [30]. Additionally, under specific circumstances, these studies suggest that
PVT-MEE desalination can be cost competitive with conventional desalination [28].
There is a knowledge gap, however, regarding the possibility of using PVT
modules for a system with reverse osmosis desalination, the most common form of
desalination. The solar power farm can be collocated with the RO desalination plant
to provide power or heat for water production. This configuration offers advantages
to both the water treatment and solar power production process, to be discussed in
the following sections.
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The investigation discussed in this thesis considers a design in which brackish
groundwater is used to cool the panels of the modeled solar farm. Research over
the past couple of decades has accelerated improvements in PVT systems that have
drastically increased the thermal and electrical efficiencies of these modules [31]. In-
tegrating desalination with solar power offers a potential application for new and
exciting PVT technologies. Brackish groundwater can be used in a PVT system to
cool solar panels and collect PVT “waste heat”. This configuration is possible be-
cause brackish groundwater is typically at a relatively cool temperature compared
to the solar panels. By incorporating a design that includes PVT solar modules,
the temperature difference between the cool brackish groundwater and the hot solar
panels can be used to an engineering advantage to improve the efficiency of solar
power production. Using brackish groundwater as a coolant in the PVT system prior
to treatment can increase the percent of incoming solar radiation that is converted
into electricity. As discussed in the following section, exchanging thermal energy
between the brackish groundwater and the solar panels is also advantageous in the
water treatment process.
2.5.2 Reverse Osmosis Feed Water Temperature
Recent studies indicate that raising the temperature of feed water in the RO
process can reduce energetic requirements for treatment. As discussed previously,
RO is a pressure-driven process in which a significant amount of energy is required to
provide a high pressure to force feed water through a semi-permeable membrane. A
feed pressure of up to 300 to 400 pounds per square inch (PSI) is required for brackish
groundwater desalination [6]. However, research at the University of Texas at El Paso
(UTEP) Center for Inland Desalination has indicated that the required pressure can
be reduced if the water temperature is increased. These studies indicate that the
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specific energy required to drive the desalination process is reduced by 3.4% when
feed water temperature increases from 25 degrees Celsius to 30 degrees Celsius [32].
By preheating brackish groundwater before RO treatment, it is possible to reduce
the energy intensity of the process by limiting the pressure required to force water
through the RO membranes.
2.5.3 Texas as a Testbed
This study focuses on Texas, although the methodology is applicable to other
regions with available resources. As indicated previously, Texas is facing tough cir-
cumstances with respect to population growth and depletion of water resources. The
2012 State Water Plan has recommended increasing brackish groundwater desalina-
tion as a water management strategy and outlined a number of projects that can
provide new water supplies through this process. While desalination may provide a
means to meet water supply challenges, the potential increase in energetic require-
ments to collect and treat brackish groundwater are incongruent with goals to limit
the reliance on fossil fuels and reduce carbon emissions. Additionally, municipalities
are likely to experience undesirable increases in the cost of water treatment as a result
of advancement in desalination activities. Given the State’s plan to install brackish
groundwater desalination facilities, it will be prudent for Texas water planners to con-
sider integrating these facilities with renewable power to mitigate unwanted increases
in carbon emissions and electricity costs from the grid. Based on plans indicated by
water managers across the state, Texas is a time-relevant location to choose for this
investigation.
Additionally, the geographic availability of water, wind, and solar resources in
Texas make the state a feasible location for this analysis. Wind speeds adequate for
generating power are prevalent in Texas and the state is the nationwide leader in wind
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power. Over 20% of installed wind capacity in the United States is in Texas, with
12,355 megawatts (MW) of the total 61,108 MW [33]. The wind power sector in Texas
is growing rapidly, and the state installed more wind power capacity (1,826 MW) than
any other state in the year 2012 [?]. Additionally, Texas is the lowest cost region for
installing wind power projects [12]. Generally, a wind power classification greater
than three is considered to be profitable for generating power from a utility scale
wind turbine. As shown in Figure 2.4, regions of central Texas and the panhandle
have wind classifications above this required threshold [3]. The availability of wind
and the relatively low cost of installation compared to other states make Texas a




Figure 2.4: Geographic variability of wind classification across Texas.
Regions in central Texas and the panhandle have a wind classification adequate for
a utility-scale wind applications.
Texas is also an attractive region for the development of solar power. In
a recent assessment of technical potential for PV solar power accounting for the
prospective market, economic and technical considerations, and available resources,
Texas was rated as the state having the greatest potential for utility-scale solar power
[35]. While solar radiation is strongest in the west and central region of the state,
there is technical potential for utility scale solar power throughout much of Texas as a
result of available solar resources as well as large and growing populations [36]. Texas
currently ranks seventh in the United States in total installed solar capacity with 134
MW and ninth lowest in the Nation for installed cost at 5.83 $/W [37]. Solar energy
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potential increases from east to west across the state, as shown in Figure 2.5, which
displays the annual average solar radiation. Across the state, solar radiation ranges
from 2 to 7.2 kilowatt hours (kWh) per square meter per day [38]. This range of solar
radiation, in addition to growing energy demand in the state, makes Texas an ideal
region for utility-scale PV solar installations.
[38] [39]
Figure 2.5: Annual average solar radiation in Texas.
The strong solar radiation throughout Texas makes the state a suitable location for
solar power installations.
The abundance of brackish groundwater throughout the State is another key
reason Texas is a conducive location for this analysis. As shown in Figure 2.6, there
are over 10,000 current wells reaching groundwater considered “brackish” (TDS be-
tween 1,000 and 10,000 mg/L) [40]. There is an estimated 2.7 billion acre-feet of
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brackish groundwater in the Texas [4]. The strategies outlined by water planners and
availability of brackish groundwater make Texas a suitable region to study in this
analysis.
[40]
Figure 2.6: Brackish groundwater wells in Texas.
There are numerous brackish groundwater wells, indicated by the blue dots, and a
wealth of brackish groundwater resources throughout the state.
Given the availability of these resources around the state, Texas offers an
appropriate location to study the integration of brackish groundwater desalination
with wind and solar power. Developing a model with Texas as a testbed enables this
analysis to provide a methodology that will also be applicable to other regions with
similar solar, wind, and water resources.
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2.6 Organization of this Thesis
This thesis offers an analysis of desalination powered by renewable energy
sources. By developing a water treatment model based on fluid dynamics, an en-
ergy model based on thermodynamics, and an optimization model that integrates the
water treatment and energy models, this thesis provides insight into the potential
for powering desalination with renewable energy. Consideration is given toward the
economics of wind and solar powered desalination in the optimization model. This
model develops a daily schedule for desalination based on electricity prices and avail-
ability of renewable power. Additionally, the optimization model develops results and
a methodology to determine expected revenue from water production, electricity sales
to the grid, as well as the cost of electricity purchased from the grid for a desalina-
tion facility integrated with wind and solar power. By modeling a desalination plant
coupled with wind and solar power and considering the economics of this idea, the
hope of this analysis is to gain a practical understanding of the benefits and tradeoffs
involved in water treatment powered by renewable energy.
Additionally, the analysis performed here offers a novel approach to investigat-
ing the energy-water nexus in the realm of water treatment and renewable power. As
discussed in the previous sections, earlier models have analyzed solar-powered desali-
nation, wind-powered desalination, and solar/wind-powered desalination. However,
few models have analyzed the possibility of solar and/or wind powered desalination
in which the facility is also integrated with an electricity grid, in this case with the
Electric Reliability Council of Texas (ERCOT) grid. Moreover, with the exception
Clayton’s analysis of wind-powered desalination [3], there have not been investiga-
tions to model an integrated facility in which power can not only be bought from the
grid, but also sold to the grid from the modeled wind or solar farm. There are poten-
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tially times of day when electricity prices are high enough that an integrated facility
would prefer to sell wind or solar-generated electricity to the grid rather than use the
electricity for desalination. An economic analysis of a modeled wind/solar powered
desalination facility can provide insight into the expected operational schedule of such
a facility. The analysis in this thesis builds and uses an optimization model to deter-
mine times of day when it is economically beneficial to make one of three decisions:
use wind or solar power for desalination, sell wind or solar power to the grid and buy
electricity from the grid to power desalination, or halt the desalination process. In
addition, the analysis develops a model to estimate daily revenues from desalinated
water sales and wind/solar power production as well as the expected cost of electricity
from the grid. By analyzing grid-connect wind and solar-powered desalination, this
thesis fills a knowledge gap regarding how an integrated wind/solar-powered desali-
nation facility can interact with the electricity grid to provide both desalinated water
and renewable power.
Furthermore, this thesis includes analysis of a PVT solar configuration in
which water is used to cool solar panels while thermal energy from solar panels is
used to preheat feed water. As discussed in previously, a PVT solar module can be
used as a sort of heat exchanger between the solar panels and brackish groundwa-
ter. Transferring heat from the solar panels to the water is mutually beneficial for
solar power production and water treatment: cooler solar panels are more efficient at
converting solar radiation into electricity while preheated water requires less energy
in the desalination process. While investigations have been performed for domestic
applications of PVT systems, there have not been studies regarding the potential for
these modules to be used for desalination. By considering the possibility of using
PVT solar panels as part of a desalination plant, this investigation attempts to fill
the void in offering a new and potentially beneficial use for PVT panels. This thesis
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hopes to answer questions regarding how a PVT solar configuration may perform
compared to other configurations in a modeled desalination plant and offer insight
into the potential for use of PVT solar panels at a desalination facility.
Another novel aspect of this this thesis is to investigate the potential to diver-
sify revenue in a desalination facility combined with renewable power. It is possible
that providing wind and solar power at a desalination facility can mitigate risks as-
sociated with declining water sales by providing revenue from electricity. Similarly,
the facility may also reduce the risk of declining electricity sales by selling water.
A desalination facility integrated with renewable power brings in revenue from two
different markets, water and energy, incorporating diversity in revenue. By providing
revenue from different markets, the facility can potentially mitigate the risk of declin-
ing sales in one of those markets. However, it is not known under what conditions
sales from water and electricity would be able to provide significant revenue. This
analysis hopes to investigate the breakdown of revenue from water and electricity
and provide insight into how these revenues would compare with one another. By
studying revenue from water and electricity under various condition, this thesis pro-






The methodology in this thesis is divided into three sections to develop the
tools necessary to conduct an investigation of a BWRO plant powered by wind- and/or
solar-generated electricity. The three models used as the basis for this analysis are
as follows: 1) water treatment model, 2) energetic model, 3) integrated optimization
model.
Using these models, four different scenarios are analyzed in this thesis to com-
pare desalination powered by different energy sources and a combination of these
sources. Scenario A analyzes a desalination plant that can be powered by electricity
generated at an integrated solar farm or by grid-purchased electricity. Correspond-
ingly, power from the modeled solar farm can be either used for desalination or sold
to the electricity grid, as shown in Figure 3.1.
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Figure 3.1: Scenario A models a desalination facility integrated with solar power that
can either use solar-generated electricity for water treatment or sell solar-generated
electricity to the grid.
Scenario B assumes the same circumstances, except incorporating a modeled
wind farm rather than a solar farm, similar to work by Clayton, Stillwell, and Webber
[3]. Desalination in this scenario can either be powered by the wind turbines or by
electricity purchased from the grid; similarly, wind power can be either used for
desalination or sold to the grid, as shown in Figure 3.2.
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Figure 3.2: Scenario B models a desalination facility integrated with wind power that
can either use wind-generated electricity for water treatment or sell wind-generated
electricity to the grid.
Scenario C analyzes a desalination facility integrated with a wind farm and
collocated with a solar farm. In Scenario C, wind-generated energy can be sold to
the grid or used for desalination; similarly, desalination can be powered by either
wind-generated electricity or by electricity purchased from the grid. Solar-generated
electricity from the co-located solar farm is assumed to be sold to grid. In addition
to the opportunity to sell solar power, the purpose of the collocated solar farm is to
provide heat exchange between the solar panels and the pretreated brackish ground-
water using PVT modules. The brackish groundwater is assumed to be preheated
before water treatment to reduce the energy intensity of desalination while the solar
panels are assumed to be cooled using brackish groundwater to improve the efficiency
of solar power production. In Scenario C, the solar farm and desalination facility
are collocated for the purpose of yielding these mutual benefits and it is therefore
assumed that all solar-generated electricity is sold to the grid. Revenue generated
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from the co-located solar farm can also be an important source of revenue from this
facility to make desalination integrated with renewable power more attractive. This
scenario is shown in Figure 3.3.
Figure 3.3: Scenario C models a desalination facility integrated with a wind farm and
co-located with a solar farm. Wind-generated electricity is used to power the water
treatment process while the solar panels are used to reduce the energetic intensity of
desalination.
Finally, Scenarios A, B, and C are compared to Scenario D in which desali-
nation is powered solely by electricity purchased from the grid. Electricity from the
grid is assumed to be purchased at an industrial price, as discussed in the sections
regarding the integrated this model. This final scenario is shown in Figure 3.4.
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Figure 3.4: Scenario D models the traditional approach of a desalination facility that
is powered by electricity purchased from the grid.
The following sections describe the models used to analyze Scenarios A, B,
and C of desalination powered by renewable energy, and Scenario D of desalination
powered by the electricity grid.
3.2 Water Treatment Model
The power requirement for brackish groundwater desalination is estimated
to determine the energetic needs of the proposed integrated facility and to size the
modeled wind and solar farms. Using a modified version of the approach developed
by Clayton, Stillwell, and Webber [3], the total power needed by the desalination
facility (P) is estimated by combing the power required for pumping water from the
aquifer and through pipelines (PP ) and the power required to push water through the
desalinating membranes (PD), as shown in Equation 3.1.
P = PP + PD (3.1)
The power required for pumping, shown in Equation 3.2, utilizes the Darcey-
Weisbach for head loss in a pipe due to frictional and gravitational forces. The
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calculated pumping power requirement is a function of the density of water (ρ), the
pump efficiency (ηP ), the acceleration due to gravity (g), the desalination capacity
factor (CFD), the depth to the aquifer (z ), the pipe length (l), the pipe diameter (D),
and the friction factor (f ), as shown in Equation 3.2.























× (z[m] + l[m])) (3.2)
The flow rate of water (q) is calculated from the desired daily treated water
generation (GD) divided by the reverse osmosis recovery factor (RD), which is the
ratio of product water to incoming groundwater, assumed to be 0.8 in this analysis.
















The power required for the reverse osmosis desalination process (PD) is a
function of the energy intensity of desalination (ED), the desalination capacity factor











The energy intensity of desalination used in this analysis is 1.5 kWh
m3
based on
values reported in literature for reverse osmosis desalination of brackish groundwater
[41] [42] [43]. The 1.5 kWh
m3
value is used for models in this thesis that do not assume
brackish groundwater is preheated before treatment.
One of the primary goals of the investigation performed here is to analyze a sce-
nario is which brackish groundwater is assumed to be preheated before desalination.
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As indicated previously, research has shown that preheating brackish groundwater
before treatment can alleviate the energy intensity of the desalination process by de-
creasing the pressure required to force water through the semi-permeable membrane.
Research at the Center for Inland Desalination at the University of Texas at El Paso
(UTEP) suggests that the specific energy required to operate desalination units de-
creases by 3.4% if water is heated just 5 degrees Celsius [32]. Using results from this
research, it is assumed that the energetic intensity of desalination (ED) is reduced
by 3.4% for the scenarios involving PVT solar panels that enable the water to be
preheated prior to the desalination process. Hence, for Scenarios A and C, which
assume brackish groundwater is preheated before treatment, the energy intensity of
desalination used is 1.4 kWh
m3
.
The desalination capacity factor (CFD) is the ratio of the actual output of
treated water to the potential output of treated water for the plant operating in an
ideal situation. This factor is included to account for maintenance interruptions and
is assumed to be 0.95 (the actual output is 95% of potential output).




is just over 790,000 gallons per day. This daily water generation would be capable of
supplying the municipal demand serving a population of 4,000 assuming a per capita
demand of 195 gallons per person per day, the average daily use in Texas’s 40 largest
cities in 2000 [44]. However water conservation efforts recommended by the Texas
Water Development Board encourage 1% annual reduction in water demand until the
goal of 140 gallons per person per day is reached [45]. Assuming a daily use meeting
this goal, the modeled desalination plant would meet the daily municipal demand for
a population of approximately 5,600.
Equations 3.1 through 3.4 represent the water treatment model used in this
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thesis. These equations are used in order to determine the energetic requirement of
the desalination plant modeled in this analysis. Parameter assumptions used in the
water treatment model are shown in Table 3.1.
Table 3.1: Water Treatment Model Parameter Values
Parameter Symbol Value
Depth to aquifer z 275 m
Pipe length l 5250 m
Density of water ρ 1000 kg/m3
Pump efficiency ηP 0.65
Acceleration due to gravity g 9.81 m/s2
Pipe diameter D 0.3 m
Friction factor f 0.0162
Reverse osmosis recovery factor RD 0.8
Energy intensity of reverse osmosis for Scenarios B and D ED 1.5 kWh/m
3
Energy intensity of reverse osmosis for Scenarios A and C ED 1.4 kWh/m
3
Desalination capacity factor CFD .95
Desired daily product water GD 3000 m
3/day
Utilizing this water treatment model, Scenarios A, B, C, and D were analyzed
in order to estimate the energetic requirement of brackish groundwater desalination.
This estimation was incorporated into the energy model discussed in the following
section.
3.3 Energy Model
The energetic model was developed to estimate the appropriate size for the re-
quired wind and/or solar farm to integrate or collocate with desalination in Scenarios
A, B, and C. Using historical wind and solar farm output data as well as basic prin-
ciples of thermodynamics, the energetic model is used to estimate sizing and power
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output that can be used alongside the water treatment model for this analysis of
desalination powered by renewable energy.
3.3.1 Solar Farm Sized for Preheating Water in Scenario C
A thermodynamic analysis of the heat required to raise brackish groundwater
temperature sufficiently to reduce the energetic intensity of desalination was per-
formed following basic thermodynamic principles [46]. For Scenario C, it is assumed
that brackish groundwater is preheated before treatment to lower the energetic re-
quirement of desalination and that the solar panels are cooled with pretreated water
to improve the efficiency of solar-power production. In this scenario, the solar farm
is assumed to be co-located with a desalination plant to yield these mutual benefits.
Accordingly, the solar farm is sized to provide sufficient thermal energy to enable
water to be heated before treatment. Based on results from the UTEP Center for In-
land Desalination [32] discussed previously, the energy intensity of desalination can be
reduced by approximately 3.4% if brackish groundwater is heated 5 degrees Celsius.
In accordance with this research, the solar farm is sized to provide sufficient thermal
energy to heat brackish groundwater by 5 degrees Celsius, from 25 to 30 degrees.
The “Zeroth” Law states that all mass is conserved within the boundaries of
a closed system and all mass that enters an open system must exit or be stored in
the system. Here, an open system of the PVT modules is assumed to be operating at
steady state, such that the mass entering equals the mass exiting. The working fluid
and mass of interest in this scenario is water, which is assumed to absorb thermal
energy from the solar panels. The PVT solar panels in Scenario C act as a heat
exchanger in which “waste heat” from the relatively hot panels is transferred to the
relatively cool water. As previously discussed and shown in Figure 2.3, a working
fluid, water in this case, enters one end of the PVT panel and exits the other end at
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a higher temperature. The mass of water entering the PVT exchanger (m˙in) equals
the mass of water exiting (m˙in), as shown in Equation 3.5.
m˙in = m˙out = constant (3.5)
The mass flow rate of water (m˙) is calculated based on the desired daily
product water (GD). This value must be divided by the desalination recovery rate
(RD) to account for the fact that not all pumped water is treated to drinking-water
quality in the desalination process. Additionally, the desired daily product water
(GD) must be divided by the viscosity (ν) to convert a volume flow rate to a mass



















The “system” in this thermodynamic analysis is defined as a control volume
consisting of the brackish groundwater passing through the PVT panels. Heat (Q˙)
is transferred from the hot solar panels to the relatively cool brackish groundwater.
The specific enthalpy of the brackish groundwater entering the PVT panels (h˙in) is
increased and the water leaves with a higher specific enthalpy (h˙out) due to the heat
transfer from the warm panels to the cool water. This concept is the conservation of
energy, known as the First Law of Thermodynamics, and presented in Equation 3.7.





The specific enthalpy of water is a function of water temperature and can
be found using thermodynamic property tables [46]. The energetic model assumes
water temperature is increased five degrees Celsius, from 25 to 30 degrees Celsius
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based on research of preheating reverse osmosis feed water [32] and the temperature
of naturally occurring groundwater in central Texas [47]. Hence, specific enthalpies
of entering and exiting water in Equation 3.7 are taken at 25 and 30 degrees Celsius,
respectively. While viscosity is also a temperature dependent property, this value
varies negligibly for water between 25 and 30 degrees Celsius. Parameter value for
Equations 3.6 and 3.7 are listed in Table 3.2.
Table 3.2: Heat Exchange Parameters
Parameter Symbol Value
Viscosity of water ν 0.001003 m
3
kg
Specific enthalpy of water entering PVT panel hin 104.89
kJ
kg
Specific enthalpy of water exiting PVT panel hout 125.79
kJ
kg
Finally, the required solar farm capacity in Scenario C (CSOLAR,C) is estimated
by dividing the heat (Q˙) found in Equation 3.7 by the thermal efficiency of the PVT
solar modules (ηPV T ). In this analysis, a thermal efficiency of 0.55 is assumed based
on average values reported from studies regarding experimental performance of PVT
solar panels [48] [30]. This final calculation of the solar farm sizing in Scenario is
shown in Equation 3.8.




These calculations were performed to estimate the solar power capacity for a
modeled solar farm that is sized to preheat brackish groundwater. The next section
uses similar methodology, but is used to estimate the required size for a solar farm
used to power desalination.
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3.3.2 Solar Farm Sized for BWRO Desalination in Scenario A
In the energetic model for Scenario A, the solar farm is integrated with the
BWRO desalination facility for the primary purpose of supplying power for the water
treatment process. Hence, the modeled solar farm is sized to meet the power require-
ment of BWRO desalination. The required power in this process (P) is calculated
using Equation 3.1 and divided by the solar power capacity factor (CFSOLAR) to ac-
count for the intermittent nature of available solar power. Using the estimated power
for desalination and the capacity factor, Equation 3.9 is developed to calculate the





The solar energy supplied to BWRO desalination plant will not be constant
because of the inherent daily and hourly variability of solar resources. Therefore,
the modeled solar farm utilizes the capacity factor (CFSOLAR) to size the facility to
meet the heating requirement of the BWRO desalination facility based on the average
generation from the solar farm. Data of hourly solar radiation measured in Abilene, a
city in Central Texas, was used to determine average solar radiation and calculate the
solar farm capacity factor (CFSOLAR) [49] [39]. Based on these data, on a typical day,
it is determined that average incoming solar radiation is 21% of peak incoming solar
radiation at the location and therefore average output for the modeled solar farm is
21% of peak installed solar capacity. The capacity factor for solar power (CFSOLAR)
of 0.21 is used in Equation 3.9 to estimate the required solar farm capacity (CSOLAR,C)
based on the power required for desalination (P) in Scenario A.
Using data solar radiation data recorded in Abilene [49], the modeled solar
farm is sized in Scenario A assuming that typical output is 21% of peak solar farm
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capacity. On some days, it is therefore possible that power generation from the solar
farm may be above or below the required power for desalination. Solar-generated
electricity can be sold to the grid on days when power is above typical output while
electricity can be purchased from the grid on days when output is below the require-
ment for water treatment. This idea is incorporated in the integrated model and is
an essential concept of the grid-connected integrated facility discussed in this thesis.
3.3.3 Wind Farm Sizing for Scenarios B and C
Another primary purpose of this investigation is to compare the benefits and
tradeoffs of integrating desalination with different sources of renewable power, namely
wind versus solar. An integrated facility consisting of a solar farm (Scenario A), a
wind farm (Scenario B), and a combination of a wind and a solar farm (Scenario
C) are investigated in this analysis. The methodology for the energetic module in
Scenario B is based on the wind-powered desalination investigation performed by
Clayton, Stillwell, and Webber [3].
The wind farm modeled in Scenario B is sized to meet the power requirement of
BWRO desalination. Similar to the solar farm modeled in Scenario A, the wind farm
modeled in Scenario B will not be constant due to the inherent variability of wind
resources. Therefore, the modeled wind farm is sized to meet the power requirement
of the BWRO desalination facility based on average generation from the wind farm.
Data of wind-power generation from the Sweetwater 1 Wind Farm in Central Texas
were used in this analysis to determine the average output and calculate the wind
farm capacity factor (CFWIND) [50]. Based on these data, it is determined that
average output is approximately 35% of installed capacity. Therefore, the modeled
wind farm will be sized to provide power for the BWRO facility accounting for a wind
farm capacity factor (CFWIND) of 0.35. The required wind farm size for Scenario B
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(CWIND,B) is a function of this capacity factor and the estimated power requirement





Similar to the solar farm in Scenario A, the wind farm in Scenario B is sized
based on the energetic requirement of BWRO desalination assuming average of the
peak output from the wind turbines. Power generation from the wind farm can
vary above or below the required power for desalination due to fluctuations in wind
power availability. Hence, when wind power generation is above the requirement for
desalination, wind-generated electricity can be sold to the grid. When wind power is
below the requirement for desalination, electricity can be purchased from the grid to
power the water treatment process. The integrated model, incorporates this idea for
the grid-connected wind farm in Scenario B.
Results from the water treatment and energy models are used in the integrated
model to investigate the potential daily operational schedule for desalination powered
by renewable energy, as discussed in the following section.
3.4 Integrated Model
A grid-connected BWRO desalination facility integrated with renewable power
offers an opportunity to provide both treated water and electricity. One of the goals of
this analysis is to develop a daily operational schedule to understand when wind and
solar-generated electricity would be used for desalination versus when this electricity
would be sold to the grid. A related assessment is investigating the times electric-
ity must be purchased from the grid in order to meet the energetic requirement for
desalination when renewable power is unavailable or sold for other uses. The inte-
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grated model discussed in this section provides these assessments. Using results from
the water treatment and energy models, the integrated model provides an analysis
of the potential daily operational schedule of a desalination facility integrated with
wind or solar power. Additionally, the integrated model estimates potential daily
revenue from desalination, daily revenue from power production, and the daily cost
of electricity purchased from the grid.
The integrated model is programmed to develop a daily operational schedule
that would maximize overall daily revenue from a modeled desalination facility in-
tegrated with renewable power. To perform this optimization, a General Algebraic
Modeling System (GAMS) [51] was developed for each of the three Scenarios (A, B,
and C) and compared to a baseline case of desalination powered by grid-purchased
electricity (Scenario D). The model is based on 15-minute time intervals, the given in-
terval for electricity pricing in Texas as determined by the Electric Reliability Council
of Texas (ERCOT). At each 15-minute time interval, the model optimizes operations
by determining if the facility should produce water using wind/solar-generated elec-
tricity, produce water using electricity purchased from the ERCOT grid, or pause
desalination in order save money on electricity and brine disposal. For Scenarios A,
B, and C, the model determines if wind- or solar-generated electricity should be used
for water production or sold to the ERCOT grid, depending on which option is more
profitable at the given 15-minute interval. By developing optimal operational sched-
ules for wind/solar powered desalination, the integrated model offers insight into how
an integrated facility may interact with the electric grid.
Wind and solar resources as well as electricity prices vary seasonally. There-
fore, the operational analyses in this thesis develops optimal daily profiles for a typical
summer day and a typical winter day. Electricity and output data from July, August,
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and September were used for summer months while data from December, January,
and February were used for winter months. The following section discuss this seasonal
analysis of optimal daily profiles and provide details regarding modeling differences
between Scenarios A, B, C, and D.
3.4.1 Water Production Revenue and Cost for Scenarios A, B, C and D
For all scenarios analyzed in this thesis, the revenue generated from desali-
nation (RDESAL) is calculated by multiplying the price of water (PrWATER) by the















Additionally for all scenarios, the analysis of desalination must account for the
cost of disposing of the high salinity brine (CBRINE) that is generated in the reverse
osmosis process. This cost is a function of the unit cost of brine disposal (PrBRINE)















Municipal water prices in Texas range from $0.20 to $2.80 per m3 [52]. This
investigation was therefore performed to compare low, moderate, and high water
prices of $0.20, $1.60, and $2.80 per m3. The unit cost of brine disposal is assumed to
be $0.04 per m3 based on the assumption of deep-well injection as the brine disposal
method at the modeled desalination facility [53] [54].
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To estimate the electricity that must be provided by either the grid or the
renewable energy sources, the power used for water production (EDESAL) must be
calculated in each 15-minute interval based on the desired daily product (GD), power
required per unit of water production (P), and quantity of water produced in each



















An additional cost that Scenarios A, B, C and D all incorporate is the cost of
electricity purchased from the grid. Recall that in Scenarios A, B, and C, electricity
can be purchased from the grid if wind- or solar-generated electricity is unavailable or
if wind- or solar-generated electricity is sold to the grid rather than used for desalina-
tion. For this analysis, the price of electricity purchased from the grid (PELECTRICITY )
is assumed to be $0.068 per kilowatt hour (kWh), the average price of electricity for
industrial consumers in 2011 [55]. The total cost of grid-purchased (CELECTRICITY )
electricity is a function of this price and the quantity of electricity purchased from














For all scenarios analyzed in this thesis, the price of electricity used is the
average wholesale electricity price for each 15-minute interval during the given season
(summer or winter). ERCOT data from 2012 was used for grid electricity prices
(PELECTRICITY ) [56].
A constraint included in the models for Scenarios A, B, C and D is that for the
daily water production must be at least 1,000 m3 per day. This constraint is included
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to model a practical scenario in which a minimum daily requirement of water must be
met regardless of the economic favorability of the operations to meet water demand
of a municipality. The facility is designed to produce 3,000 m3 per day, but may
generate less water if economic circumstances indicate it is more profitable to halt
desalination during certain times of day.
Equations 3.11, 3.12, 3.13, and 3.14 are used in the integrated GAMS model
for all scenarios, A, B, C, and D. The following sections discuss additional equations
used respectively by each unique scenario.
3.4.2 Integrated GAMS Model for Scenario A
The integrated GAMS model for Scenario A calculates the solar-generated
electricity sold to the grid and the solar-generated electricity used for desalination.
Data from Abilene discussed previously were used to estimate the expected availability
of solar energy at each 15-minute interval throughout the day. The electricity provided
by the modeled solar farm (ESOLARA,t) is assumed to be proportional to the direct













× CSOLAR,A[kW ] (3.15)
The electricity generated at the solar farm sold the the grid in Scenario A
(ESOLAR−GRIDA,t) is calculated by taking the solar energy produced (ESOLARA,t) mi-
nus the energy used for desalination (EDESALA,t) in each 15-minute time interval,












The revenue from solar energy sold to the grid in each 15-minute interval
(RSOLARA,t) is calculated by multiplying the amount of solar energy sold to the grid
(ESOLAR−GRIDA,t) by the electricity price (PrELECTRICITY ) at each time period. Total
revenue from solar energy (RSOLARA) is then taken as the sum of the revenue in each

















For the price of electricity in each 15-minute interval (PrELECTRICITY ), ER-
COT West Zone Real Time electricity prices from 2012 were used [56]. The wind and
solar farms from which the data were collected are located in this electricity pricing
zone.
Finally, the total revenue for Scenario A (RA) can be calculated based on
the revenue from desalination (RDESAL), revenue from solar power (RSOLAR), cost
of electricity from the grid (CELECTRICITY ), and cost of brine disposal (CBRINE), as
shown by Equation 3.19.
RA[$] = RDESALA [$] +RSOLARA [$] − CELECTRICITYA [$] − CBRINEA [$] (3.19)
By maximizing the objective function defined in Equation 3.19, the GAMS
model computes a daily schedule for Scenario A to maximize daily revenue.
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3.4.3 Integrated GAMS Model for Scenario B
The integrated GAMS model for Scenario B is developed in a similar fashion to
that for Scenario A, except using a modeled wind farm rather than a modeled solar
farm. For input data to estimate the availability of wind resources, daily profiles
from the Sweetwater 1 Wind Farm were used. The electrical energy provided by the
modeled wind farm is assumed to be proportional to the average capacity factor from
the Sweetwater 1 Wind Farm dataset at each 15-minute interval for the given season




] = CFAV G,t × CSOLAR,A[kW ] (3.20)
Similar to the solar farm in Scenario A, the electricity generated from the wind
farm in Scenario B that is sold to the grid (EWIND−GRIDB ,t) is calculated by taking
the difference of wind energy produced (EWINDB ,t) the energy used for desalination
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The revenue from wind energy sold to the grid in each 15-minute interval
(RWINDB ,t) is calculated by multiplying the amount of wind energy sold to the grid
(EWIND−GRIDB ,t) by the electricity price (PrELECTRICITY ) at each time period. Total
revenue from wind energy (RWINDB) is then taken as the sum of the revenue in each




] = EWIND−GRIDB ,t[
kWh
t











Similar to Scenario A, the total revenue for Scenario B (RB) can be cal-
culated using the revenue from desalination (RDESALB), revenue from solar power
(RWINDB), cost of electricity from the grid (CELECTRICITYB), and cost of brine dis-
posal (CBRINEB), as shown by Equation 3.24.
RB[$] = RDESALB [$] +RWINDB [$] − CELECTRICITYB [$] − CBRINEB [$] (3.24)
Equation 3.24 is used as the objective equation in the GAMS model to deter-
mine the daily schedule that maximizes total revenue for Scenario B.
3.4.4 Integrated GAMS Model for Scenario C
Scenario C models a desalination facility integrated with a wind farm to power
water production and collocated with a solar farm to provide preheating of brackish
groundwater. Wind energy can be used for water treatment or sold to the grid
depending on temporally varying electricity prices. Correspondingly, desalination
can be powered by either wind-generated electricity or by electricity purchased from
the grid. The desalination plant coupled with wind power utilizes the same governing
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In Scenario C, the purpose of collocating the desalination plant with a solar
farm is to provide preheating of brackish groundwater and cooling of solar panels.
As discussed previously, all solar power is assumed to be sold to the grid in this
scenario. Hence, the solar electricity sold to the grid (ESOLAR−GRIDC ,t) in this case is








Once this modification is made, the governing equations to calculate the rev-
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Total revenue in Scenario C accounts for revenue from desalination (RDESALC ),
revenue from solar-generated electricity (RSOLARC ), revenue from wind-generated
electricity (RWINDC ) as well as the cost of electricity from the grid (CELECTRICITYC )
and the cost brine disposal (CBRINEC ), as shown in Equation 3.31.
RC [$] = RDESALC [$] +RSOLARC [$] +RWINDC [$] − CELECTRICITYC [$] − CBRINEC [$]
(3.31)
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The objective function shown in Equation 3.31 is maximized for each 15-minute
interval to develop an optimal daily schedule for the desalination facility integrated
with wind power and collocated with a solar farm.
3.4.5 Integrated GAMS Model for Scenario D
Scenarios A, B, and C are compared to a situation in which all energy re-
quired for desalination is purchased from the ERCOT electric grid. For this case,
the electricity purchased from the grid in each 15-minute interval (EGRIDD,t) is equal









The total cost of grid-purchased electricity is the summation of the electricity
purchased in each of these intervals (EGRIDD,t) multiplied by the industrial electricity
price (PrELECTRICITY ), as shown in Equation 3.33.










The total project revenue for Scenario D is the revenue from desalination minus
the costs of electricity and brine disposal, shown in Equation 3.34.
RD[$] = RDESALD [$] − CELECTRICITYD [$] − CBRINED [$] (3.34)
Equation 3.34 represents the objective function for a typical scenario is which
desalination is powered by electricity purchased from grid.
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The equations developed in the optimal operation analysis for Scenarios A,
B, C, and D were run in a GAMS optimization model. Using the revenue equation
as the criterion value in each case, the model maximizes total profits by determin-
ing when desalination should be powered by wind/solar-generated electricity or when
wind/solar-generated electricity should be sold to the grid and desalination should
be powered by grid-purchased electricity. If electricity and brine-disposal costs are
greater than revenue from desalination at any given time, the model can also discon-
tinue desalination to maximize total project revenue. By running this optimization
model, daily schedules for desalination were developed for a typical summer and a
typical winter day. Additionally, revenues from desalination, wind power, and solar
power were calculated, as well as electricity cost from the grid. Using results from the
water treatment and energy models, this integrated model offers insight into poten-
tial operations of a grid-connected desalination facility powered by renewable energy.





Four Scenarios (A, B, C, and D) were analyzed each at three different water
prices ($0.2, $1.6, and $2.8 per cubic meter) to generate optimal daily profiles for two
different seasons (summer and winter). Results from the water treatment and energy
models were utilized in an integrated model to investigate the potential operational
schedule of a desalination facility integrated with renewable power. Optimal oper-
ational schedules developed by the integrated model offer insight into the potential
benefits and tradeoffs associated with combining desalination with wind and solar
power.
4.2 Water Treatment Model Results
The primary purpose of the water treatment model is to provide an estimate
of the energy intensity of BWRO desalination for a specified location, in this case,
Central Texas. Recall that Scenarios A and C involved the assumption of preheating
water before treatment, while Scenarios B and D assume water is fed to the treatment
facility at its underground temperature. Hence, the power requirement for water
treatment will be reduced for Scenarios A and C compared to Scenarios B and D
based on the assumption that preheating feed water lowers the energetic intensity of
reverse-osmosis desalination [32].
For Scenarios B and D, using the parameters summarized in Table 3.1 in the
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Chapter 3, an estimated 440 kW of power is required by the BWRO desalination
plant. Of this 440 kW, approximately 194 kW is required for pumping water from
the ground and through facility pipelines, while 246 kW is needed for the reverse
osmosis treatment process. For the cases that assume preheating of brackish ground-
water, Scenarios A and C, the power requirement is estimated to be approximately
432 kW (194 kW for pumping and 238 kW for reverse osmosis treatment). The re-
duction in the energy consumed by desalination for the cases assuming preheating in
this modeled situation is quite small. Because the water treatment model assumes
a conservative estimate for the reduction in specific energy due to preheating of ap-
proximately 3.4% [32], the overall energy requirement in the preheating case remains
very similar to the non-preheating case. However, a more significant reduction in
the energy requirement of BWRO desalination could be achieved for models assum-
ing larger quantities of daily product water or assuming water is heated to a higher
temperature.
Table 4.1: Water Treatment Power Requirement
Scenarios A and C Scenarios B and D
Total power requirement by desalination plant 432 kW 440 kW
Power required for pumping 194 kW 194 kW
Power required for RO treatment 238 kW 246 kW
The results shown in Table 4.1 indicate that while the specific energy intensity
of desalination can be reduced by preheating water before treatment, the reduction
in the energetic requirement of the desalination plant may be minimal. However, a
configuration of desalination coupled with solar power offers the additional benefit of
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improving solar panel efficiency. While improvements in the energetic performance of
these systems may be small, benefits to solar power production must also be consid-
ered and could make a desalination facility integrated with solar power a favorable
configuration.
4.3 Energy Model Results
The energy model was developed to estimate the size a modeled solar and/or
wind farm to be integrated with BRWO desalination. This section discusses the
results the energetic analysis.
For Scenario A, the solar farm was sized to provide adequate power for water
treatment when solar resources are available. In this scenario, the BWRO facility
power requirement makes use of the reduced energy intensity due to the assumption
of preheating water before treatment. Using this power requirement and a capacity
factor 0.21 taken from solar data in Abilene [49], the model estimates a 2057 kW
solar farm to be coupled with desalination for this application.
The other configuration involving solar power, Scenario C, sizes the solar farm
in order to provide adequate thermal energy to preheat water before treatment. Based
on principles of thermodynamics discussed in Chapter 3 [46], the energy model esti-
mates a 1644 kW solar farm would provide adequate thermal energy for preheating
of feed water to reduce the energetic intensity of desalination by the assumed value
of 3.4%.
Finally, the energetic model is used to estimate the required wind farm size
to provide adequate power for BWRO desalination. Scenario C assumes water is
preheated before treatment while Scenario B does not include a solar farm so this
assumption is omitted. The estimated wind farm size of Scenario B (1257 kW) is
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therefore higher than that of Scenario C (1233 kW). These results, as well as the
results solar farm sizing in the energy model are summarized in Table 4.2.
Table 4.2: Solar and Wind Farm Sizes
Solar Farm Wind Farm
Scenario A 2057 kW N/A
Scenario B N/A 1257 kW
Scenario C 1644 kW 1233 kW
The solar farm capacity to provide power for water production is greater than
the required size to provide preheating of groundwater. Accordingly, feed water in
Scenario A can be assumed to be preheated, because the solar farm size is greater
than the necessary capacity for preheating that is estimated for Scenario C.
The results in Table 4.2 indicate that the capacity of the required solar and
wind farms for a BWRO facility integrated with renewable power is significantly
greater than the nominal power required for water production at the desalination
facility. This result is expected because of the intermittent nature of wind and solar
power, accounted for by the sizing capacity factors. To generate the desired daily
product of 3,000 m3 per day, the solar and wind farms must have a capacity signif-
icantly larger than the power required for desalination in order to accommodate for
days and hours when wind speeds and solar radiation may be weaker than the farm’s
capacity and therefore the wind and solar farm output is less than the facility’s max-
imum power output. A key benefit of coupling renewable power with desalination
is that water treatment is a time-flexible process that can be operated when wind
and solar resources are available to drive water production. Water is easily stored
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and therefore water treatment offers an ideal opportunity to utilize renewable energy,
which is often produced at non-ideal times. The fact that water treatment process
can be operated on a schedule determined by power availability rather than power
demand makes combining wind and solar with desalination a plausible option. The
energy model and associated wind and solar farm sizings estimated here indicate that
it is possible to supply the desired daily product at a water treatment facility coupled
with renewable power as long as the wind and solar farms are sized adequately above
the nominal power requirement for desalination.
4.4 Operational Profiles from the Integrated Model
Results from the water treatment model and the energy model were used in
integrated model to develop daily schedules for a BWRO facility integrated with re-
newable power. By developing an optimization program to maximize revenue, the
integrated model offers insight onto how a desalination plant may perform if coupled
with wind and solar power. Additionally, the optimization model gives indications re-
garding how the desalination facility may balance the use of grid-purchased electricity
versus using renewably-generated electricity.
4.4.1 Operational Profiles for Scenario A
Scenario A models a BWRO desalination plant integrated with solar power in
which the solar farm is sized to provide power for water production. The optimization
model allows for the plant to sell solar power to the ERCOT grid and buy electricity
for desalination during times when it is economically favorable to do so. This situation
was analyzed for a typical summer and winter day, as well for water prices of $0.20,
$1.60, and $2.80 per m3. Figure 4.1 shows the potential daily operations for Scenario
A on a typical summer day.
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Figure 4.1: Optimal operational profiles for Scenario A during summer.
For Scenario A during summer months, there exists times of day when
solar-generated electricity is sold to the grid rather than used for water production.
At water prices of $1.60 and $2.80 per m3, additional electricity is purchased during
these times, while for the relatively low water price of $0.20 per m3, desalination is
temporarily discontinued.
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In Figure 4.1, it is interesting to note that there exist significantly long times
of day when solar-generated electricity is sold to the grid rather than used for water
treatment. During times when electricity prices are high, specifically during late
afternoon and early evening, it is more profitable for the integrated BWRO/solar
facility to sell solar-generated electricity to the grid, rather than use it for desalination.
For water prices of $1.60 and $2.80 per m3, the facility elects to purchase additional
electricity because producing water is economically attractive in the cases modeling
moderate and relatively high water prices. For a water price of $0.20 per m3, the
facility chooses to halt desalination and only produce the minimum desired daily
product when solar power is unavailable or being sold to the grid.
Similarly, for Scenario A during winter, there are times of day when electricity
prices are high enough that it is economically attractive to sell solar-generated elec-
tricity to the grid rather than use it for water production. Additional electricity is
purchased from the grid to power desalination for water prices of $1.60 and $2.80 per
m3, while desalination is temporarily discontinued when the modeled water price is
$0.20 per m3.
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Figure 4.2: Optimal operational profiles for Scenario A during winter.
Similar to the situation modeling a summer day, in the modeled Scenario A winter
day, there exists times of day when solar-generated electricity is sold to the grid
rather than used for water production. At water prices of $1.60 and $2.80 per m3,
additional electricity is purchased during these times, while for the relatively low
water price of $0.20 per m3, desalination is temporarily discontinued.
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The optimal operational profiles for Scenario A indicate that coupling de-
salination with solar power offers a potential benefit in providing flexibility to the
integrated facility; revenue can be generated from water production or from solar
power production depending on the season and time of day. However, the daily pro-
files also indicate that coupling solar power with desalination may not be appropriate
for regions with high electricity prices and low water prices. Figures 4.1 and 4.2 sug-
gest that there are a number of times of day when the facility would prefer to sell
solar-generated electricity to the grid and purchase additional electricity for desali-
nation. The fact that solar power availability typically matches demand means that
it is often economically attractive to use solar-generated electricity to meet demand
from the grid, rather than use it for a time-flexible process such as desalination. The
operational profiles shown in 4.1 and 4.2 suggest that there are a number of times of
day during both winter and summer that the integrated facility may choose to sell
solar-generated electricity rather than use this on-peak energy source for desalination.
4.4.2 Operational Profiles for Scenario B
Results from Scenario B indicate that coupling desalination with an off-peak
energy source such as wind power may be a better fit configuration to integrate with
water production than solar power. In Scenario B, there are very limited periods of
time when the facility elects to sell wind power to the grid, rather than use it for
desalination. Throughout most of the day, wind is dedicated to the water treatment
process. These results are in sharp contrast with results for Scenario A, when the
facility elects to sell power to the grid on multiple instances. As indicated in the
following results from Scenario B, coupling wind power with desalination is preferable
to integrating solar power with desalination.
In the summer profile for Scenario B, there is a brief period in the afternoon
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when wind-generated electricity is sold to the grid rather than used for water produc-
tion. Additional electricity was purchased during this time at a modeled water prices
of $1.60 and $2.80 per m3 so that the BWRO facility may continue to operate at full
capacity. At the water price of $0.20 per m3, desalination was discontinued in the
afternoon when electricity prices rise and the facility chooses to sell wind-generated
electricity to the grid. These results are shown in Figure 4.3.
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Figure 4.3: Optimal operational profiles for Scenario B during summer.
For Scenario B during the typical summer day, wind-generated electricity is used for
desalination throughout the majority of the day, but sold to the grid during a brief
period in the afternoon when electricity prices rise. For water prices of $1.60 and
$2.80, desalination is economically attractive and therefore additional electricity is
purchased to allow the plant to operate at capacity.
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For the winter day in Scenario B shown in Figure 4.4, wind power is dedicated
to desalination rather than sold to the grid. For the cases modeling moderate and high
water prices, wind-generated electricity is used exclusively to desalination whenever
available and only excess wind power is sold to the grid once the energetic requirement
for water production is met. This result occurs because wind power mismatches
energy demand, meaning peak output from the farm occurs during the off-peak hours
of energy demand. Accordingly, electricity prices are not high enough when wind
speeds are strong to warrant selling wind-generated electricity to the grid. Figure 4.4
showing Scenario B during a typical winter day indicates that wind power is used
for water production throughout the entirety of the day in the situations modeling
moderate and high water prices. In these cases, it makes sense for the facility to use
wind power exclusively for water production and only sell wind-generated electricity
to the grid once the demand from desalination is met. The fact that the plant elects
to use wind-generated electricity for desalination rather than sell wind power to the
grid indicates that using wind power for a time-flexible process such as desalination
may be an appropriate application for this intermittent energy source.
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Figure 4.4: Optimal operational profiles for Scenario B during winter.
For the winter day modeled in Scenario B, wind-generated electricity is primarily
dedicated to desalination because the times of day when wind resources are
available typically mismatch demand and therefore it is economically attractive to
use wind power for water treatment. For the cases modeling moderate and high
water prices of of $1.60 and $2.80 per m3, wind-generated electricity is used for
desalination whenever available and only excess wind power is sold to the grid.
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A comparison of Scenario A and Scenario B shows that electricity is sold to
the grid more frequently when the desalination plant is coupled with solar power than
when desalination is integrated with wind power. This result occurs because solar
power production matches energy demand while wind power production typically
mismatches demand. A comparison of the operational profiles for Scenarios A and B
indicate that wind power is better suited than solar power for a time flexible process
such as water production than solar power. The following section compares these
operational profiles.
4.4.3 Comparison of Operational Profiles for Scenarios A and B
A comparison of the operational profiles of Scenario A and Scenario B high-
lights significant advantages to a configuration that integrates desalination with wind
power versus one that couples desalination with solar power. Based on this com-
parison it appears that wind power is better suited to combine with desalination
because wind provides off-peak electricity while solar power typically provides elec-
tricity that closely matches demand from the grid. This result is concluded based
on the observation that the modeled facility elects to trade electricity (sell wind- or
solar-generated electricity to the grid while purchasing electricity for water produc-
tion) more frequently in Scenario A than in Scenario B. The desalination facility
integrated with wind power appears to be a more appropriate configuration than a
desalination facility integrated with solar power if both resources (wind and solar)
are available.
Comparing the operational profiles between Scenarios A and B indicates that
wind power is dedicated to desalination whenever water production is economically
attractive, meaning when the modeled water price is moderate or high. Conversely,
solar power is not dedicated exclusively to desalination at moderate and high water
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prices, but is sold to the grid in a number of time periods. Observing a typical winter
day, the operational profile in Scenario B shown in Figure 4.4 indicates that there are
no instances when the facility chooses to sell wind to the grid and purchase electricity
for desalination. Only excess electricity generated at the wind farm is sold to the
grid when the requirement for desalination is met in Scenario B. The facility does
not choose to “trade” electricity at any hour during the day. This situation offers
a stark contrast to the winter profile in Scenario A, shown in Figure 4.2. For the
desalination facility integrated with solar power, there is a significant time period in
the afternoon from approximately 13:30 to 16:30 when solar power is available, yet it
is not used for water production. Rather, solar-generated electricity is sold to the grid
and additional energy is purchased to produce water. The fact that wind-resources
are dedicated exclusively to desalination in Scenario B while solar power is sold to
the grid during certain times of day in Scenario A indicates that wind power may be
better suited than solar power for coupling with desalination.
Additionally, a comparison of the winter profiles for Scenarios A and B indi-
cates that wind power is able to provide adequate energy for the water treatment
process during nighttime hours, while electricity is needed from the grid for the sce-
nario modeling desalination integrated with solar power. Figure 4.2 shows that the
desalination plant purchases the entirety of the electricity needed for water produc-
tion from the grid from approximately 15:00 to 8:00 the following day for the cases
modeling moderate and high electricity prices. Because solar power is not produced
at night and sold to the grid during the afternoon, the operational profile suggests the
desalination facility in Scenario A would rely on grid-purchased electricity to power
desalination for a significant portion of the day. Alternatively, Figure 4.4 indicates
that the desalination facility integrated with wind power in Scenario B could rely
primarily on wind-generated electricity for a majority of the night and early morning.
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At night and in the early morning, the integrated facility in Scenario B is able to
power water production with wind-generated electricity and only purchases a min-
imal amount of electricity from the grid. Moreover, there is even a brief period at
night when excess wind power is produced and wind-generated electricity is sold to
the grid. The operational profile modeling a winter day for Scenario B indicates
that wind-generated electricity could produce sufficient power for water production
at night to limit its reliance on grid-purchased electricity during these off-peak hours.
A comparison of the summer profiles for Scenarios A and B offers further
indications that wind power is suited for coupling with desalination while solar power
may be more appropriate to sell to the electric grid. The duration of time that energy
is “traded” (wind-or solar-electricity is sold to the grid while electricity is purchased
to power water production) is significantly greater for Scenario A than for Scenario
B for moderate and high water prices modeled for a summer day. As indicated by
Figure 4.1, solar power is sold to the grid from approximately 10:30 to 3:30 and 15:00
to 18:00 while electricity is purchased from the grid during these times to power
water production. Comparing this situation to Figure 4.3, wind power is traded
with the grid for only one brief time period, from approximately 14:30 to 17:00.
The desalination facility integrated with wind power elects to use wind-generated
electricity for water production more frequently and for a greater portion of the day
than the desalination facility integrated with solar power. The finding that wind-
generating would be used for desalination for a majority of the summer day indicates
further that integrating wind power with water production is a prudent configuration.
Results from the integrated model suggest that using wind power for desalina-
tion is an appropriate use of resources, while using solar for desalination is not. These
findings are a result of the fact that wind power typically offers off-peak electricity
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while electricity generated generated from solar power typically matches energy de-
mand. However, the operational profiles developed for Scenario B indicate that a
desalination facility integrated with wind power could utilize wind-generated electric-
ity for water production throughout a majority of the day. Water treatment offers a
suitable use for wind power because it is a time-flexible process that can be operated
when wind-generated electricity is available, regardless of energy demand from the
grid. Conversely, there is not as great a need to store solar-generated electricity be-
cause solar power production typically matches electricity demand. The operational
profiles for Scenario A indicate that there are number times of day when solar power
would be sold to the grid rather than used for desalination. Additionally, for Scenario
A, the desalination facility would rely on grid-purchased electricity during nighttime
hours, when solar power is not available. The lower frequency and duration that
electricity is purchased from the grid in Scenario B compared to Scenario A indicates
that wind power is better suited for desalination than solar power.
Scenario C, analyzed the following section, offers a configuration that can
take advantage of the off-peak nature of wind power and the on-peak nature of solar
power. This comparison of the operational profiles for Scenario A and Scenario B
highlights an important difference between wind and solar power: wind power typi-
cally mismatches demand and is therefore appropriate for a time-flexible process such
as desalination, while solar power typically is in-line with demand and therefore can
be used to meet on-peak electricity demands from the grid. In this scenario, wind-
generated electricity is used to produce desalinated water while solar panels are used
to preheat feed water and solar power is sold to the grid to provide an additional
revenue source for the integrated facility. Scenario C offers a combination to make
use of key advantages of both Scenarios A and B.
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4.4.4 Operational Profiles for Scenario C
Results from Scenario C indicate that using a co-located solar farm to preheat
brackish groundwater water (while simultaneously cooling solar panels with water)
and dedicating wind-generated electricity to water production may be a prudent ap-
propriation of resources for a desalination facility integrated with renewable power.
As shown in the following section, this configuration appears to offer beneficial tim-
ing of available wind and solar power. Solar panels can be used to reduce the energy
required to treat water while generating electricity to meet demand from the grid.
Wind power, which mismatches energy demand, can be used for time-flexible process
such as desalination. The results from Scenario C demonstrate this idea.
During a typical summer day, shown in Figure 4.5, wind-generated electricity
is able to provide adequate power for desalination for a majority of the day, while
solar-generated electricity is sold to the grid during times of high energy demand.
For the modeled water price of $0.20 per m3, water treatment is operated throughout
the night and early morning. Wind-generated electricity is sufficient to power this
process, as indicated by the fact that electricity is not purchased from the grid while
desalination is operated. When electricity prices rise in the afternoon, desalination is
discontinued because it is economically favorable to sell wind-generated electricity to
the grid rather use wind power for desalination in the model when the water price is
low. For the case with this low modeled water price, the BWRO desalination plant is
not operating at capacity, but rather provides the minimum daily requirement, 1000
m3 of treated water.
At the modeled moderate and high water prices, desalination is economically
attractive and facility operates at capacity all day. Throughout the night and during a
majority of the day, the facility uses exclusively wind-generated electricity to produce
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water. There is a short period of time in the afternoon when electricity is purchased
from the grid to power the desalination process and wind resources are sold to the
grid. However, for water prices of $1.60 and $2.80 per m3, the BWRO facility is
able to produce water using wind-generated electricity throughout most of the day.
During the night, morning, and part of the afternoon, wind resources are sufficient to
power desalination and no electricity is purchased by the BWRO plant. Electricity
prices are high enough in late afternoon (approximately 15:00 to 17:00) such that
wind-generated electricity is sold to the grid and additional electricity is purchased
to power desalination. For the remainder of the day, water treatment is powered
solely by wind-generated electricity and only excess wind power is sold to the grid at
times when wind speeds are strong enough to power water production and produce
excess electricity to sell to the grid. The fact that the facility would be reliant on
wind rather than grid-purchased electricity for most of the day indicates that wind
power is ideal for coupling with desalination; wind power is typically available during
time periods when energy demand from the grid is low and therefore can be paired
with a time-flexible process such as desalination. Figure 4.5 demonstrates this idea
with the indication that wind-generated electricity is dedicated to desalination during
a majority of the day and there is only a short period of time when electricity is
purchased from the grid.
Additionally, Figure 4.5 indicates that solar-generated electricity is well suited
to meet energy demand from the grid. As expected, revenue is generated from solar
power during daytime hours and peaks during the late afternoon when energy demand
rises and solar radiation is strong. The times when the facility is able to sell solar
power to the grid match times of highest demand, in the morning and afternoon.
Accordingly, the facility is able to sell electricity at peak prices. Revenue from selling
solar electricity is an important component in the analysis of revenue sources for
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Scenario C, discussed later in this report. The results in Figure 4.5 demonstrate that
wind power can adequately supply the energetic requirement for desalination while
solar-generated electricity can bring in an additional revenue stream during peak
times of day.
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Figure 4.5: Optimal operational profiles for Scenario C during summer.
Operational profiles for summer in Scenario C indicate that wind is suitable to
provide energy for desalination while solar can be used to meet energy demand from
the grid. The figure indicates that wind-generated electricity can adequately power
desalination for a majority of the day. Solar power is typically available at times
when electricity prices are high and can therefore provide additional revenue by
selling solar-generated electricity to the grid.
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The winter profiles for Scenario C also demonstrate a situation in which wind-
generated electricity is dedicated to desalination while solar power is produced during
times with relatively high electricity demand. Figure 4.6 suggests that wind resources
are used only for desalination when the modeled water price $0.20 per m3, with the
exception of three very short time periods where wind-generated electricity is sold to
the grid and water treatment is temporarily discontinued. For the majority of the
day, wind power is dedicated to desalination and provides adequate power for the
treatment process.
For the relatively moderate and high modeled water prices of $1.60 and $2.80
per m3, wind-generated electricity is used exclusively for water production. Only
excess wind-power, beyond that required for desalination, is sold to the grid during
nighttime hours and in the very early morning. There exists no times in the day when
it is economically favorable to sell wind power to the grid and purchase electricity for
desalination, indicating that integrating desalination with wind power is a suitable
combination based on the time-availability of wind resources. Because wind-generated
electricity is typically available during times of low energy demand, the integrated
model suggests that wind energy should be dedicated to desalination rather than sold
to the grid at the modeled facility in order to limit cost and maximize total project
revenue. Figure 4.6 indicates that dedicating wind power to water production is an
economically attractive approach, as there exist limited times in the day when wind
power is sold to the grid rather than used for desalination.
Similar to the summer profile, solar power in the profile for the typical winter
day shows that using solar power to meet energy demand from the grid and to preheat
water at the BWRO plant is an appropriate use of resources. Figure 4.6 indicates
that revenue from solar power is generated during a majority of the day (from about
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7:00 to 19:00) when energy demand from the grid is relatively high. The modeled
facility therefore generates revenue from the sale of solar-generated electricity, while
using wind power to meet the energy demands of the water treatment process.
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Figure 4.6: Optimal operational profiles for Scenario C during winter.
Operational profiles for winter in Scenario C indicate that it is economically
favorable to use wind-generated electricity for desalination rather than sell wind
power to the grid during the majority of the day for the low modeled water price and
at all times for the case with moderate and high water prices. This result indicates
that wind power pairs well with desalination. Conversely, solar panels in this case
are used to preheat feed water and to generate electricity that is sold to the grid.
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Results from Scenario C shown in Figure 4.5 and 4.6 indicate that this con-
figuration fits aptly with the intermittent nature of wind and solar resources: wind
power is typically available during times of low energy demand and can therefore be
used for desalination while solar power is typically available during times of peak
energy demand and can therefore be sold to the grid. The relatively low frequency
of purchasing grid electricity for the operational profile of Scenario C indicates that
wind provides adequate power for water production. Additionally, the solar farm is
an important aspect of this configuration for its role in reducing the energy inten-
sity of the BWRO treatment process. The operational analysis shown here provides
insight into the potential performance of a desalination facility integrated with both
wind and solar power.
4.4.5 Operational Profiles for Scenario D
Finally, the integrated model was run for Scenario D, assuming electricity
is supplied solely by the ERCOT grid at the average retail price of electricity for
industrial consumers from 2012 [55]. Scenario D can be used as a reference point
to compare desalination power by renewable energy in Scenarios A, B, and C to a
standard case in which desalination is powered by grid-purchased electricity.
Results for Scenario D indicate that the model is highly sensitive the chosen
price of water. At a water price of $0.20 per m3, the plant elects to not operate at
capacity, but rather provide only the minimum daily product of 1,000 m3 per day
indicating that it is not economically desirable to produce water at this price. In-
termittent times of day for desalination are chosen to produce the minimum daily
product. For the remainder of the day, the plant discontinues desalination to max-
imize project revenue because the cost of electricity and brine disposal are greater
than the revenue from water sales. These findings suggest that a desalination facility
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without integrated renewable power may not be an economically attractive option
for water production in regions with low water prices. As indicated by Figure 4.7, it
is prudent for plant to discontinue desalination and only provide the minimum daily
product for Scenario D at a water price of $0.20 per m3.
Figure 4.7: Operational profiles for Scenario D assuming a low modeled water price.
Operational profiles for Scenario D assuming the “low” water price indicate that it
is not economically desirable to desalinate water. Random times of day are chosen
when electricity is purchased from the grid to provide the minimum daily product
required.
The analysis of Scenario D indicates that when the modeled water price is
moderate to high, water production is profitable for the BWRO plant and therefore
the facility chooses to operate at capacity at all times. At any chosen water price
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above $1.6 per m3, the facility elects to produce the daily maximum of water because
the cost of selling water outweighs the costs of purchasing electricity from the grid and
of brine disposal. For any modeled water price greater than $1.60 per m3, the facility
will produce water throughout the entirety of the day using electricity purchased
from the grid at an industrial electricity price. This result indicates that desalination
can be economically attractive for regions with moderate to high electricity prices in
Texas, even when no renewable power is provided and the facility purchases electricity
from the grid.
It is economically desirable for the plant to produce water for the moderate
and high water prices of $1.60 and $2.80 per m3. Electricity is purchased from the
grid to supply the energetic requirement of desalination for the entirety of the day,
as shown in the figure below.
Results from Scenario D provide insight into the findings from Scenarios A, B,
and C and demonstrate the sensitivity of this model to the chosen price of water. For
the low modeled water price in Scenario D, it is not economically desirable to produce
water and therefore the plant elects to only provide the minimum daily product. These
results correspond to cases where the model chooses to halt desalination in Scenarios
A, B, and C. For the renewable power configurations (solar power in Scenario A
and wind power in Scenarios B and C) electricity resources are used for desalination
to produce only the minimum daily product at selected times. Once the minimum
desired daily product is met, wind- and solar-generated electricity are sold to the grid
to maximize profits because it is more profitable to sell electricity than to produce
water at a low modeled price of water. In these cases, the maximum allowable wind
and solar power are sold to the grid and the minimum allowable amount of water is
produced to maximize revenue. The model only desalinates water using renewable
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power when electricity prices are low.
Conversely, for the moderate and high water prices in Scenario D, it is eco-
nomically desirable to produce water and therefore the plant elects to operate at
capacity at all times. This result corresponds to findings in the operational profiles of
Scenarios A, B, and C with respect to purchasing electricity from the grid. In these
scenarios, there are certain times of day when it is more profitable to sell solar- or
wind-generated electricity to the grid rather than use it for desalination. However,
producing water is still economically profitable, and therefore additional electricity
is purchased to enable the plant to operate at capacity at all times of day. Scenario
D indicates that desalination is economically attractive for moderate and high mod-
eled water prices, even when the plant must spend additional money to purchase
electricity. Results from Scenario D correspond to findings in Scenarios A, B, and C
indicating electricity is purchased from the grid during times when renewable power
is sold to the grid to continue desalinating water at all times.
Results from Scenario D are valuable in assessing the sensitivity of the model
to the chosen water price. When a low modeled water price is selected, desalination is
not profitable because the cost of electricity and brine disposal outweigh revenue from
water production. The facility therefore elects to only produce the minimum daily
product. When a moderate to high water price is chosen, desalination is economically
attractive and the facility elects to produce water at capacity throughout the entirety
of the day. These findings indicate that desalination can be profitable for regions in
Texas with moderate to high water prices, even if renewable power is not provided
and the facility purchases electricity from the grid.
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4.5 Comparison of electricity costs
A comparison of electricity costs indicates that integrating desalination with
renewable power can significantly reduce operational costs of water treatment. Fig-
ures 4.3 and 4.4 list electricity costs for each scenario for a typical summer and winter
day, respectively.
Table 4.3: Daily electricity cost for a typical summer day
Water Price $0.20 per m3 $1.60 per m3 $2.80 per m3
Daily cost of electricity for Scenario A $0 $409 $409
Daily cost of electricity for Scenario B $0 $97 $97
Daily cost of electricity for Scenario C $0 $91 $91
Daily cost of electricity for Scenario D $243 $729 $729
Table 4.4: Daily electricity cost for a typical winter day
Water Price $0.20 per m3 $1.60 per m3 $2.80 per m3
Daily cost of electricity for Scenario A $0 $426 $426
Daily cost of electricity for Scenario B $0 $89 $89
Daily cost of electricity for Scenario C $0 $78 $78
Daily cost of electricity for Scenario D $243 $729 $729
Scenario C provides the configuration with the lowest daily cost of electricity
due to the capability of this modeled facility to power the treatment process with
wind energy while using solar panels to reduce the energetic intensity of desalination.
Having wind power on site significantly reduces electricity costs because the facility
chooses to use wind power for desalination throughout most of the day in this scenario.
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Compared to Scenario D, in which all electricity for water production is purchased
from the grid, daily electricity costs in Scenario C are significantly lower. Offering such
a configuration can significantly reduce operational expenses at a desalination plan
because the electricity costs often comprise the greatest expense of a desalination
plant [11]. Scenario C provides the most cost-effective configuration for reducing
electricity costs.
Scenario B, the modeled desalination facility integrated with wind power, offers
another economical solution to limiting energy costs. The daily cost of electricity in
Scenario B is a fraction of that in Scenario A. This result indicates that integrating
desalination with wind power is an intelligent paring while desalination integrated
with solar power may not be a good fit. In Scenario B, the times when wind is available
coincide with times of low energy demand and therefore low electricity prices on the
gird. Therefore, the facility chooses to use wind to power water treatment rather than
selling wind-generated electricity. Because wind is used for desalination, electricity
costs from the grid are low in Scenario B. Conversely, the times when solar power is
available coincide with times of high electricity prices and the facility therefore chooses
to sell solar power to the grid rather than use it for desalination. The configuration
in Scenario A is required to purchase energy to power water treatment from the grid
which results in relatively high electricity costs. As indicated by the comparison shown
in Figures 4.3 and 4.4, electricity costs for the desalination facility integrated with
wind power are significantly lower than the modeled desalination facility integrated
with solar power. Paring wind with water treatment offers an economically attractive
configuration that can significantly reduce electricity purchases from the grid and
operational expenses.
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Scenario C, the configuration of desalination integrated with a wind farm and
co-located with a solar farm, is a prudent option for reducing electricity costs. This
facility is able to power desalination with an on-site resource (wind) while using an
onsite technology (solar panels) to reduce the electricity requirement of desalination.
The modeled scenarios shown here suggest that paring desalination with renewable
power can significantly limit operational expenses.
4.6 Comparison of Revenues from Water and Electricity in
Scenario C
The analysis of Scenario C indicates this configuration is also economically
preferable because it allows the facility to generate significant revenue from two dif-
ferent and unrelated sources: water and electricity. By selling water from the in-
tegrated desalination facility and on-peak electricity from the co-located solar farm
(and a small amount of electricity from the wind farm), the configuration offered in
Scenario C can reduce risks associated with a decline of either water or electricity
sales. For periods of time where water sales drop, the facility can potentially profit
from electricity generation. When solar resources are weak, the facility can still bring
in money from water sales. The revenue breakdown discussed in this section indicates
that electricity sales from the collocated solar farm and integrated wind farm make
a significant portion of overall revenue from the facility modeled in Scenario C.
Figure 4.8 shows the revenue breakdown for a low modeled water price of $0.20
per m3.
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Figure 4.8: Relative revenue from water and electricity sales for cases with a low
modeled water price.
As indicated in Figure 4.8, daily revenue from electricity sales comprise a
significant portion of overall revenue at a low water price. For the modeled summer
day, revenue from solar and wind power production are actually greater than revenue
from water sales. Revenue from water sales outweighs that from electricity sales
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for the winter day, however, electricity sales nonetheless provide over 35% of overall
revenue. The fact that revenue expected from electricity sales and water sales are
comparable indicates that the facility will not be at risk of major losses on a day
where either electricity or water sales are low. If the facility is not able to sell water
on a particular day, the plant can still generate significant revenue from electricity
generation. On days when solar and wind power production are weaker than usual,
the facility will still be able to generate revenue from water production. By providing
these two revenue streams, the configuration offered in Scenario C can potentially
reduce risks associated with dips in either water or electricity sales. Diversity in
revenue streams could me a prudent approach.
For modeled cases with moderate and high electricity prices, revenue from
water sales outweighs that from electricity, as shown in Figures 4.9 and 4.10. However,
revenue from electricity is nonetheless significant in these case.
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Figure 4.9: Relative revenue from water and electricity sales for cases with a moderate
modeled water price.
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Figure 4.10: Relative revenue from water and electricity sales for cases with a high
modeled water price.
Figures 4.8 and 4.10 indicate for regions with moderate or high electricity
prices, revenue from water sales will control the overall potential profitability of the
facility. However, although electricity sales are a much smaller portion of overall
plant revenue, solar and wind power production can still improve the economic at-
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tractiveness of the desalination facility in these cases. The model indicates that the
percentage of revenue from electricity ranges from approximately 3% to 11% when
the modeled water price is moderate to high. These numbers suggest that revenue
from electricity could still be significant to overall plant revenue, even though revenue
from water sales are much greater than that of electricity sales. The facility is able
to generate more of its profit from water because of the increased water rate, how-
ever, revenue from electricity sales makes up a noticeable portion of overall operating
revenue in these cases.
Risk from reduced water production can be mitigated by altering the sizing
methodology of the integrated wind farm or co-located solar farm. Recall that in
Scenario C, the wind farm is sized to provide adequate power for water production
while the solar farm is sized to provide preheating of brackish groundwater. However,
the size of the wind and/or solar farm can be increased if the investor would like to
further reduce the risk of a decline in water sales. Likely, the solar farm capacity will
be increased, which would allow the facility to sell more solar power and generate a
greater portion of overall profit from electricity. Sizing the solar farm for economic
purposes rather than to preheat feed water for the desalination facility can make
Scenario C a less risky investment by ensuring a significant portion of revenue is
generated from electricity generation.
The revenue breakdown between water and electricity in Scenario C indicates
that this configuration offers an investment that is potentially protected from changes
in the water or electricity markets. The facility can generate revenue from electric-
ity if water sales decline and can generate revenue from water production on days
when solar or wind resources are weak. Diversity in revenue streams is an important




The analysis performed in this thesis contribues insight into the water-energy
nexus involved with desalination. Results indicate that wind and solar power have
advantages for pairing with brackish groundwater desalination. Additionally, this
thesis provides a modeling methodology to study desalination integrated with wind
and solar power. The following section highlights some of the key results, discusses
ideas for future work, and offers policy recommendations.
5.1 Summary of results
By analyzing four different scenarios, the investigation performed compares
the advantages and tradeoffs of desalination integrated with different renewable power
configurations. A comparison of Scenario A, desalination integrated with solar power,
and Scenario B, desalination integrated with wind power offers particularly interest-
ing insight. The analysis of Scenario A indicates that a solar farm may not be an
appropriate source of renewable power to pair with desalination. The availability
of solar power typically matches times of peak energy demand from the grid, and
therefore it is often economically attractive to sell solar-generated electricity to the
grid rather than use it for desalination. This conclusion is affirmed by the daily op-
erational schedule modeled for Scenario A. There are a number of times of day when
the facility elects to sell solar power to the electricity grid and purchase additional
power for desalination to take advantage of the high market price for solar power
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during certain hours in the day. Additionally, there is a long period of time at night
and early morning when the facility must purchase electricity from the grid to pro-
duce water because solar resources are not available. This situation demonstrates the
tradeoff of coupling desalination with solar power. It may be more advisable to sell
solar-generated electricity to the grid rather than use this on-peak electricity for a
time-flexible process such as desalination.
Wind power, by contrast, offers a source of renewable power that may be well
suited for a time flexible process, such as desalination. This conclusion is reached
from the model in Scenario B in which a BWRO facility is integrated with a wind
farm. As shown by the operational profile developed in this report, the times of
day when electricity is purchased from the gird are limited. The majority of the
day, desalination is powered by the integrated wind farm and wind resources are
dedicated to producing water. The times of day when wind-generated electricity is
sold to the grid are scarce because wind is typically available during periods of lower
energy demand. Because wind speeds are strongest at night and in early morning, the
desalination facility elects to produce water during these times without purchasing
electricity from the grid. The operational analysis performed here indicates that wind-
resources would likely be dedicated primarily to desalination at an integrated BWRO
facility rather than sold to the grid, demonstrating that wind power is well-suited
for water treatment. Desalination integrated with wind power offers a key advantage
in that wind is available during off-peak hours of the night and early morning and
therefore couples well with a time-flexible process such as producing drinking water.
Scenario C offers key advantages of both Scenario A and Scenario B. This
configuration consists of a desalination plant integrated with a wind farm to produce
water and co-located with a solar farm to preheat feed water before treatment. By
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integrating the water treatment process with wind power, the BWRO facility is able to
take advantage of a renewable energy source available during off-peak hours that will
be dedicated mainly to water treatment. Accordingly, coupling BWRO desalination
with wind power can limit the reliance of the facility on grid-purchased electricity,
which could reduce daily operational costs and reduce the use of carbon-emitting
fossil fuels. The operational analysis in this thesis indicates that the times of day
when the BWRO facility would need to purchase electricity from the grid are limited
for Scenario C. By pairing desalination with wind power, this configuration offers
an advantageous use of intermittent renewable power for the time-flexible process of
water production.
Additionally, Scenario C provides multifaceted benefits of co-locating the BWRO
plant with a solar farm. This modeled facility incorporates PVT solar modules to
transfer “waste heat” from the solar panels to the brackish groundwater. Preheating
brackish groundwater by running feed water through PVT panels reduces the specific
energy of the desalination process and therefore limits the overall power required for
water production. Additionally, transferring heat from the solar panels to the feed
water allows the solar farm to produce power more efficiently. Conventional solar
panels suffer efficiency losses as a result of increased temperature. However, cooling
these panels with brackish groundwater, as is modeled in Scenario C, can improve the
production of solar power. Scenario C provides a preferable configuration in which
the temperature difference between the relatively cool brackish groundwater and the
hot solar panels is used to an engineering advantage to reduce the power required for
desalination and improve the efficiency of solar power production.
As demonstrated in the integrated model for Scenario C, wind-generated elec-
tricity is sufficient to meet the energetic requirement of desalination for a majority
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of the day while solar-generated can be sold to the grid at times of relatively high
energy demand. The operational profile for this configuration indicates that electric-
ity purchased from the grid is limited. Having power from the wind farm available
during night and early morning limits the amount of electricity purchased from the
grid by the integrated facility. The configuration is therefore not heavily reliant on
carbon-emitting fossil fuels and offers a suitable use for intermittent wind resources.
Additionally, the analysis indicates that the facility can generate significant revenue
from solar power, which is produced at on-peak hours when electricity prices are high.
The times when solar-generated electricity is sold to the grid in Scenario C match
times of relatively high energy demand. Hence this configuration offers an advantage
of providing an additional revenue stream from solar power production that could be
important to diversifying the revenue streams at the facility. By selling electricity
to the grid during times of peak demand and preheating feed water to reduce the
energetic intensity of water production, the solar farm is a key aspect of Scenario
C. The BWRO facility integrated with wind power and co-located with a solar farm
offers advantages inherent to both wind and solar power.
The breakdown of daily revenue in Scenario C indicates that this configuration
may provide an opportunity to mitigate risks associated with fluctuations in the water
or electricity markets. In Scenario C, the facility is able to generate revenue from
both water and electricity sales, diversifying potential profit sources. The analysis
demonstrates that revenue from electricity and water sales are comparable in size for
cases with low modeled water prices, meaning the facility will not be dependent on
one revenue source, but rather will have diversity. For cases with moderate to high
water prices, revenue from water sales is greater than that from power production,
however, revenue from electricity is still significant in these cases. In finding that
revenue from electricity sales are significant in all cases, it can be concluded that
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providing a collocated solar farm is an opportunity to incorporate diversity in the
revenue streams of the facility. The model of Scenario C suggests that the facility
will be protected from suffering big losses if either water or electricity sales decline. If
the facility is unable to sell water for a particular period of time, electricity sales can
still bring in revenue. Likewise, on days when solar or wind resources are weak and
electricity is not being generated, the facility can still profit from water production.
By providing two sources of revenue, a desalination facility integrated with wind
power and co-located with a solar farm can reduce the risk of investing in stand-alone
desalination or renewable energy.
5.2 Future work
There are many extensions on this analysis of the water-energy nexus that are
possible. While this analysis investigated potential daily revenue from solar power,
wind power, and water production, future work estimating the cost of the required
technologies would be a useful addition. In particular, an investigation of the capital
and operational costs of a desalination facility powered by a wind farm and collocated
with a solar farm with PVT modules would offer insight into benefits and tradeoffs
associated with such as system. The cost of providing both wind and solar power
are likely significant considerations that must be accounted for and therefore a cost-
benefit analysis of such a system would be useful. The breakdown of daily revenue
water and electricity sales estimated in this thesis would offer useful methodology if
such a cost-benefit analysis is performed. Additionally, the potential for the integrated
facility to participate in an ancillary services market should be considered in the cost-
benefit analysis. Power providers can often benefit from selling ancillary services in
addition to directly participating in the real-time electricity market. It is possible
that the wind and solar farm modeled in this analysis can improve their profitability
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by being part of the ancillary services market. A cost-benefit analysis of capital and
operational costs that includes potential to sell ancillary services would be a useful
extension of the work discussed in this thesis.
5.3 Recommendations
A key recommendation concluded by the investigation is that the energy and
water sectors have a chance to collaborate for the benefit of both parties. Meeting
water needs can have adverse consequences on the energy sector’s goal of reducing
reliance on carbon-emitting fuels. At the same time, however, supplying drinking
water offers an opportunity to advance renewable power technologies, taking positive
steps on the energy front. Integrating desalination with renewable power is a unique
opportunity to advance the implementation and uses of wind and solar power. Results
from this thesis indicate that collaboration can unite the water and energy sectors
for the benefit of both parties. Particularly, combining desalination, wind power, and
solar power can overcome challenges associated with each of these technologies and
may be preferable to stand-alone water or power producing facilities.
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